Structural health monitoring of fiber reinforced and sandwich composites with embedded fiber Bragg grating sensors by Kocaman, Esat Selim
STRUCTURAL HEALTH MONITORING OF 
FIBER REINFORCED AND SANDWICH 
COMPOSITES WITH EMBEDDED FIBER 
BRAGG GRATING SENSORS 
by 




 the Graduate School of Engineering and Natural Sciences  
in partial fulfillment of 
 the requirements for the degree of  






© Esat Selim Kocaman 2015 
All Rights Reserved 
 iv 
 
Structural Health Monitoring of Fiber Reinforced and Sandwich Composites with Embedded 
Fiber Bragg Grating Sensors 
 
Esat Selim Kocaman 
MAT, M.Sc. Thesis, 2015 
Thesis Supervisor: Assoc. Prof. Dr. Mehmet Yıldız 
 
Keywords: Fiber reinforced polymer composites, sandwich composites, fatigue, Fiber Bragg 
Grating (FBG) sensors, structural health monitoring. 
 
Abstract 
This study deals with the response of Fiber Bragg Grating (FBG) sensors embedded into fiber 
reinforced and sandwich composites subjected to different loading conditions and evaluates 
the feasibility and performance of FBG sensors for structural health monitoring. To this end, 
three different works were conducted. The first part investigates the effect of sensor 
placement into fiber reinforced composites on the acquired signal quality during the fatigue 
loading. In the second part, the performance and behavior of FBG sensors embedded inside 
fiber reinforced composites are studied under constant, high strain fatigue loading conditions 
in order to assess the mechanical energy, strain distribution and evolution along the specimen. 
In the context of the second section, the evolution of temperature in composites specimen due 
to autogenous heating is monitored employing a set of thermocouples. In the final part, three 
different failure modes of foam cored sandwich composites, namely, facing indentation, 
compressive facing and core shear failure are monitored by using spectrum and wavelength 
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Özet 
Bu çalışma farklı yükleme koşulları altındaki fiber takviyeli ve sandviç kompozitlerin, 
gömülü fiber Bragg ızgara (FBG) sensörleri kullanılarak yapısal sağlık izlemesini 
incelemektedir. Bu bağlamda üç farklı çalışma yürütülmüştür. İlk kısımda fiber takviyeli 
kompozitlere sensor yerleştiriminin yorulma yükü sırasındaki sinyal alım kalitesine olan etkisi 
incelenmektedir. İkinci kısımda numune üzerindeki mekanik enerji, gerinim dağılımı ve 
gelişimini değerlendirmek için fiber takviyeli kompozitlere gömülmüş FBG sensörlerin 
yüksek gerinimli, sabit yorulma yükleri altındaki performans ve davranışları araştırılmıştır. 
Bu bağlamda, termokupl kullanılarak numune üzerinde yorulmaya bağlı olarak oluşan 
sıcaklık değişimi görüntülenmiştir. Son kısımda ise, köpük çekirdekli sandviç kompozitlerin 3 
farklı hasar modu; yüz indentasyonu, yüzde oluşan basma kırılması ve çekirdek kayma hasarı, 
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1.1. Motivation and Literature Review 
 
1.1.1. Fiber Reinforced Composites 
 
Composite materials are composed of more than one phase that is artificially mixed 
together. They contain fibrous or particulate fillers embedded in a certain matrix. Matrix 
material can be polymer, carbon, metal, ceramic or their combination [1]. Combination of 
more than one different material heterogeneously enables one to obtain composite material 
with outstanding properties that cannot be achieved using each ingredient separately. In the 
scope of this thesis work, focus was on the polymer-matrix composites specifically one 
composed of thermoset polymer matrix and continuous fiber filler.   
Composite materials with their high specific strength and stiffness provide excellent 
opportunities for weight reduction in structural components used in a variety of industries 
ranging from automotive, civil infrastructure to aerospace. Reducing the weight in 
transportation industries through use of composites provides great potential in fuel savings 
making them very crucial structural materials. Increased application of composites necessitates 
understanding of the material behavior in variety of loading and environmental conditions. In 
almost all of the applications, composite components are exposed to cyclic loadings. Thus, 
investigation of the fatigue in composites is very crucial in terms of their reliable real-life 
implementation. One of the drawbacks of these materials is their heterogeneous nature making 
their behavior highly complex to predict. This resulted in great amount of work in literature 
and there are still many issues in composite that requires careful examination to reveal 
response of composite structures under different loading conditions.  
Unlike metals, composite materials show various damage mechanisms when exposed to 
cyclic loads. Damage accumulation takes place in a general rather than localized fashion, and 





case of metals. These micro-structural damage mechanisms of the composites include matrix 
cracking, debonding, delamination, transverse-ply cracking and fiber breakage. Such damage 
mechanisms can take place independently and interactively, and testing conditions and 
material types can significantly affect the predominance of any damage accumulation 
mechanism over the other. At early stages of the fatigue loading, damage is distributed and 
occurs progressively causing potential reductions of both strength and stiffness of the loaded 
section [2].  
The effect of fatigue loading causes stiffness of fiber reinforced polymer matrix 
composites to follow a certain trend encompassing different stages. In Figure 1.1, there is an 
illustration of the resulted stages of stiffness degradation. At Stage I, a rapid and convex 
decrease in stiffness is observed which can be attributed to a rapid interconnection of matrix 
cracking initiated by shrinkage stresses, degree of resin cure, voids and fiber discontinuities. 
This stage generally encompasses the first 15-25 % of fatigue life. Stage II is described by a 
gradual, linear decrease in stiffness that occurs between 15-20 % to 90-95 % of the fatigue life. 
This decrease is attributed to matrix cracking leading to crack propagation, fiber debonding 
and delamination. At the final stage fiber breakage occurs which accounts for the rapid, 
nonlinear decrease eventually resulting in a sudden specimen failure [3]. 
 
Figure 1.1: Stiffness degradation vs. fatigue cycle. 
Currently, composite structures are built with high safety factors in order to compensate for 
the variability in manufacturing and lack of accurate prediction methods among other factors. 
Such practices result in overweight structures that require periodic maintenance to detect 
damage. In order to fully exploit the performance of fiber reinforced composites, their 
structural health monitoring is very essential which can allow failure and damage detection of 
structural components under real-time operating conditions. Successful implementation of 
such a system within composite structures can decrease the maintenance costs significantly 





perform structural health monitoring is embedding fiber optic sensors known as fiber Bragg 
gratings (FBG) within the composite material during manufacture and monitoring the sensor 
response as loads induced in the structure. This system can provide real time knowledge of 
the ―health‖ of the structure during operation allowing the composite structures to be built 
with a lower safety factor and operated for longer life cycles.  
 
1.1.2. Fiber Bragg Grating Sensors 
 
Fiber Bragg Gratings (FBG) optical sensors are gaining increased importance thanks 
to the several attributes it possesses enabling it to be utilized for a variety of applications. 
These features include but not limited to immunity to electromagnetic interference, 
multiplexing potential, high signal resolution capacity and suitability for embedment into 
structural components [1]. Basically, a FBG sensor is a short section of an optical fiber with a 
periodic variation in the refractive index of the fiber core generating a wavelength specific 
dielectric mirror. Thus, it acts as an optical filter by allowing a broad band of light to pass 
while reflecting a narrow band centered on a wavelength known as the Bragg wavelength λB. 
The reflected wavelength is a function of the grating pitch, Λ (i.e., spacing between the 
refractive index variations) and the average refractive index, η and satisfies the Bragg 
condition as λB=2ηΛ. Spacing between the refractive index variations is sensitive to the 
variations of both strain and temperature which in turn shifts the Bragg wavelength leading to 
the following condition, 







1           (1) 
Where Δλ is change in the wavelength, pe is the photo-elastic coefficient, α and ξ are 
thermal expansion and thermo-optic coefficient of fibers, respectively. ε is the strain and ΔT 
represents the temperature change of the sensor [4]. These sensors can offer very good linear 
correlation between strain and the wavelength response. 
Photosensitivity is the phenomenon that is exploited to produce the FBG sensors and it 
refers to the permanent change of refractive index of the material by exposure to light. There 
are three main approaches to fabricate FBG sensors which include interference, phase mask 
and direct-write. Grating length, complexity of design and strength are the crucial factors to 
consider in order for choosing appropriate fabrication methods [5]. For the interference 





where the beams overlap, interference patterns occurs. To introduce the desired grating 
periodicity recombination angle and laser wavelength have to be tuned. For phase mask 
technique, fiber is placed in close contact with the mask having periodic patterns usually 
etched onto fused silica. When the laser beam is sent through the mask, it creates diffractive 
order and interference gives rise to desired intensity patterns recorded into the fiber. Period of 
the grating is the half of the phase mask periodicity for normal incidence of the laser light. 
This technique is suitable for high volume production and hence more ideal for 
commercialization. In the last approach, by moving fiber and phase mask which is exposed to 
normal laser beams with respect to each other, small number of fringes are formed and 
stitched together. The width of the laser beam determines the wavelength shift and this system 
is capable of providing desired phase shifts and apodization for the FBG sensor [5]. 
Generally, the sensitivity of strain and temperature of a bare FBG is around 1.2 pm/με 
and 13.7 pm/
o
C, respectively, however it is crucial to measure the strain and temperature 
sensitivity of every embedded FBG sensors as factors such as variation in material properties 
and manufacturing tolerance might alter the sensitivity and to account for the strain transfer 
between the sensor and the host material [6].  
Dependency on strain and temperature can be utilized to design sensors to measure 
properties such as displacement, strain, temperature, pressure, humidity, and radiation among 
others. There are significant efforts in the literature to design chemical sensors [5], humidity 
sensors [7][8], biosensors [9] and strain sensors [10][11] in this context. Another crucial 
application of FBG sensors is the structural health monitoring of civil and geologic structures 
[12]. Using a variety of sensor designs, strain data of various structures in civil infrastructure 
can be detected reliably for real-time condition monitoring. This application of FBG sensors is 
at the commercialization phase and real-life condition monitoring FBG based sensor systems 
are becoming increasingly widespread especially for bridges [13][14][15].  
Another crucial feature of FBG sensors is that they are light weight, flexible and very 
thin allowing them to be compatibly embedded in fiber reinforced composite structures 
without significantly affecting the structural integrity making them very promising sensors for 
condition monitoring of composite structures. There are significant amount of work dealing 
with SHM of composite structures using FBG sensors which also forms the center of this 
thesis and brief review of the literature is provided in the following.    
Detection of damage and monitoring internal strains of composite structures using 
embedded fiber optic sensors has been extensively studied by various researchers. In many of 





delaminations formed in the proximity of sensors due to either static and fatigue loading 
conditions. These researchers attempted to characterize the change in the reflected spectrum of 
a long gage FBG to detect and measure the crack density [16], [17], crack locations [18] and 
delamination length [19], [20]. Takeda et al presented a novel methodology to observe and 
model the microstructure damage evolution in quasi-isotropic composite laminates by using 
optical microscope and a soft X-ray radiography and damage mechanics analysis. They also 
introduced another methodology where they monitored the transverse crack evolution by 
correlating it to optical power loss [21]. Yashiro et al, proposed a numerical approach to link 
the reflection spectrum distortions of the embedded FBG sensor to multiple damage states of 
the laminate. When compared to the results of quasi-static testing of the notched CFRP cross-
ply laminates, rather good correlations were achieved [22]. Takeda et al introduces new 
technique to estimate the damage patterns of notched composite laminates with embedded 
FBG sensors. By utilizing a layer-wise finite element model that represents the transverse 
cracks as cohesive elements, damage pattern and applied strain were derived from the reflected 
spectrum as an inverse problem and it was shown that they agree with the experimental data 
[23]. Doyle et al. performed in-situ process and condition monitoring to evaluate different fiber 
optic sensor systems and acquired a rather good correlation for the strains between the surface 
mounted strain gages and optical sensors. They demonstrated the feasibility of the sensors 
systems to monitor the stiffness degradation due to fatigue [24]. Baere et al. evaluated the 
performance of embedded and bonded Bragg grating sensors specially coated with Organic 
Modified Ceramic to measure strains in carbon fiber reinforced thermoplastic composites 
under fatigue loading conditions. They successfully demonstrated the durability of the FBG 
sensors over half a million loading cycles and compared the FBG and extensometer 
measurements for the strain by applying static tests after every 40200 cycle of the fatigue 
loading. Upon comparison of the static test results, it was revealed that two strains quantities 
agree well with each other demonstrating the feasibility of the sensing system [25].  
Moreover, FBG sensors were employed for ultrasound detection within structures 
where piezoelectric transducers send surface waves through the material while FBG sensors 
are used to detect the waves [26], [27]. Their SHM capability was also studied for damage 
detection of impact damaged cross-ply CFRP laminates [27]. In other works, effect of non-
uniform strains onto the response of FBG sensors with different lengths (i.e., 5 mm-10 mm 
long)  embedded in a neat epoxy specimen were inspected to correlate the strain distribution 





FBGs are vulnerable to uneven strain fields, they can experience peak distortions and splitting 
in the reflected spectrum.  
 
Figure 1.2: Schematics for reflected FBG spectrum from even strain field (a) and peak 
splitting resulting from uneven strain field (b) 
Figure 1.2a shows a typical signal from an embedded FBG under an even strain field. 
As observed, a narrow, clean, symmetric peak is reflected back from an FBG. When the FBG 
is exposed to an uneven strain field, different segments of the FBG are under different 
magnitudes of strain and therefore reflect a wavelength corresponding to the strain of that 
length as FBG acts as a number of smaller FBGs. This can cause reflection of more than one 
Bragg wavelength which is known as peak splitting as it is shown in Figure 1.2b. When 
embedded within a composite, a typical FBG with 10mm length is exposed to a variation of 
strain magnitude due to the composition of the composite (stiff fibers and a compliant matrix). 
This results in the aforementioned situation of an uneven strain field, which causes the peak to 
split whereby a typical interrogation system can no longer detect the peak signal. The use of a 
shorter FBG, 1mm in length that is aligned with the reinforcement fibers in the composite has 
the potential to experience a less uneven strain field and therefore produce an acceptable 
signal possessing more reliable physical information.   
Furthermore, there are significant works dealing with the effect of thermal residual 
stresses on the reflected spectrum of FBG sensors. In the work of Okabe et. al., it was found 
that effect of thermal residual stresses onto the reflected spectrum distortions can be decreased 
when the optical fiber was coated with polyimide [30]. FBG sensors are also utilized for 
remaining useful life analysis for composites under fatigue loadings [31]. Another important 









1.1.3. Sandwich Composites 
 
Sandwich composites are fabricated by connecting two stiff laminated composite 
facings with lightweight thick core. This structure provides high specific flexural stiffness 
leading to considerable weight savings [35]. And such attractive features make sandwich 
composites ideal material choice in a variety of industries ranging from naval, aerospace to 
civil infrastructure. Facings of the sandwich structure are designed to bear compressive and 
tension loads while the core is mainly responsible for carrying the shear loads similar to I 
beam mechanism [36]. As the material posses highly heterogeneous structure, it shows highly 
complex behavior to different loading and environmental conditions and various damage 
mechanisms can form in response during their service life [37]. In this study, investigation 
focus was on the foam-cored sandwich composites especially ones consists of PVC structural 
foam cores. Prominent failure modes that such structure faces during their lifetime are facing 
indentation, core crushing, facing failure due to compression and core shear failure [38-41]. 
There are crucial properties which highly affect the overall structural performance of 
sandwich composites. Bonding between the core and facings is one of the crucial factors as it 
determines the adequate stress transfer through the interface [42]. The defects emerged in the 
manufacturing process or cyclic and impact service loading conditions can cause inadequate 
bonding between the facing and the core resulting in failures between core and the facing. 
Compressive strength and density of the core has also great significance as it highly effects 
the formation of core crushing and facing indentation as the prominent damage modes. 
Moreover, impact loads can cause local indentation failures endangering the structural 
integrity [43]. Thus, it is highly relevant to detect the damage formation in order to assess the 
structural reliability of the components during their service life. Inherent failures caused by 
the core shear failure and indentation necessitate the periodic non-destructive 
examination/testing of the structure as visual detection is not plausible. This inspection 
procedure is costly process and as the structure taken out of service, this further increases the 
lost revenue. In order to circumvent this problem, a sensor system can be installed to the 
desired parts in order to monitor the real time structural integrity or ―health‖ of the 
component. One of the most promising methods for structural health monitoring currently 
under study is based on Fiber Bragg grating (FBG) sensors embedded within the composite 
facings during manufacturing.  
In the literature, there is restricted number of works dealing with the monitoring of 





the prominent works in this area is done by Kuang et al. where they used FBG sensors in 
order to monitor the manufacturing process of sandwich composites made of aluminum foam 
core and hybrid facing with glass fiber reinforced thermoplastic and aluminum layers [44]. 
Furthermore, the wavelength shift of the FBG sensor is utilized to detect the melting and 
solidification of the system in question. Moreover, they performed cyclic three-point bending 
tests on the sandwich composites in order to evaluate the structural integrity through using 
FBG sensors [45] and determining corresponding damage parameter as introduced in the 
literature [46]. Another prominent work is conducted by Hackney et al. where repetitive low 
velocity impact loads were applied to foam cored sandwich plates with embedded FBG 
sensors to monitor the residual strains and spectrum changes during the test in order for 
correlating sensor responses to different damage modes occurred in the specimens [43].  
 
1.2. Outline of the Thesis 
 
Scope of this thesis is the investigation of fiber reinforced and sandwich composites 
under different loading conditions using embedded FBG sensors and evaluate the feasibility 
and performance of these optical sensors to achieve structural health monitoring. To this end, 
three different works were conducted and this thesis is the compilation of these works.  
First part studies the effect of sensor placement into fiber reinforced composites on the 
signal acquisition quality during the fatigue loading. Obtaining a clear signal is highly 
important in terms of reliability of the measured strains. As explained in the previous sections, 
when FBG sensor experiences a non-uniform strain field along its gagelength, this can result 
in splitting of the reflected spectrum acquired from the sensor. In order to evade this problem, 
this work proposes certain practical factors that require consideration in order to obtain 
continuous data acquisition. These factors include proper selection of FBG length and 
orientation with respect to adjacent fibers, tow width with respect to FBG length and crack 
density. When 10mm FBG sensors embedded perpendicular to the reinforced fibers and 
exposed to fatigue loading, intermittent loss of signal occurs which might be attributed to the 
formation of damage in the composite that create dynamically varying strain field in the 
proximity of the FBG sensor. Such behavior is not observed for 1mm FBG sensors indicating 
the importance of the proposed practical factors.  
For the second part, response of FBG sensors embedded inside glass reinforced 
composites are monitored under low-cycle fatigue loading conditions in order to assess the 





response under low-cycle fatigue conditions is important in terms of applicability of these 
sensors to monitor structures that are exposed to repetitive high dynamic loads. Furthermore, 
this works also proposes important considerations for the implementation of strain-controlled 
fatigue tests using two different methods based on extensometer and LVDT which is also 
crucial for proper characterization and understanding of the material behavior. Three 
consecutive FBG sensors written along the same fiber optic cable were integrated along the 
specimen gagelength in order to study the strain distribution during the uniaxial fatigue 
loading. In this work, it is shown that strains from the sensors located in different locations 
can decrease as the test progress which can be attributed to the relaxation related to the 
damage in the vicinity of the FBG sensors. Furthermore, measured sensor strains can 
significantly deviate from each other as low-cycle fatigue progress. This notifies the 
distinction between the global and local strains of the loaded specimen suggesting the 
importance of the consideration of the local behavior when analyzing composite structures 
under such conditions.    
In the last part, failure modes of foam core sandwich composites are investigated by 
monitoring three different failure modes i.e. facing indentation, compressive facing and core 
shear failure using embedded Fiber Bragg Grating (FBG) sensors. The understanding of the 
strain evolution induced by flexural loading and the FBG response to different damage states 
in sandwich composites is crucial in terms of applicability of these sensors into real structures. 
Exploiting how sensors respond to a particular damage mode by tracking the wavelength shift 
and spectrum information, failure detection strategy is developed for damage characterization 






 An Experimental Study on the Effect of Length and Orientation of Embedded FBG 





Fiber Bragg Grating sensors provide excellent capability for structural health 
monitoring (SHM) of load bearing structures through allowing for local internal strain 
measurements within structures. However, the integration of these sensors to composite 
materials is associated with several challenges that have to be addressed in order to have 
correct strain measurement and in turn perform reliable SHM. One of the most important 
challenges with embedded FBGs in composite materials operated under fatigue lies in 
obtaining a clear and accurate signal. Matrix cracking and the orientation of adjacent 
reinforcement fibers may cause uneven strain fields in the grating resulting in peak splitting, 
which causes an offset in the reading obtained from the sensor. With proper FBG selection 
and reinforcement fiber orientation, these problems might be reduced or even eliminated. In 
this work, it is demonstrated that long FBG sensors (i.e. 10 mm) embedded inside fiber 
reinforced composite specimens being subjected to uniaxial fatigue loading in the sensor 
direction can show distortion and splitting in the reflected spectrum and can even experience 
intermittent loss of the signal even though they are not initially and particularly positioned 
nearby the non-homogeneous strain field. This intermittent loss of signal might be attributed 
to the formation of damage in the composite that create dynamically varying strain field in the 
proximity of the FBG sensor. It is further shown that short gage length FBGs (i.e. 1 mm) are 
much more immune to such strain fields and their spectrum is less likely to be distorted by the 
uneven strain distribution, hence leading to much more reliable strain measurement than the 
long FBG sensors as their spectrum is largely intact. Moreover, this work investigates the 
reasons causing peak splitting of FBG sensors once embedded into composite structures 
subjected to fatigue loading and proposes a few important and practical factors (i.e., the tow 
width should be greater than the length of the FBG, the optical fiber should be aligned with 
the direction of the adjacent reinforcement fibers, ideally the crack density should be equal to 
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or greater than the FBG length) that needs to be taken into account to circumvent its 
occurrence.  
 
2.2. Experimental Investigations 
 
To investigate the potential benefits of a shorter FBG and factors affecting the quality 
of acquired signals from longer FBG, a number of experiments have been performed. Both 
10mm and 1mm long FBGs have been embedded in a glass fiber/epoxy composite and 
subjected to fatigue loading until failure. During loading the signal from the FBG is 
monitored. After failure the specimens are sectioned to acquire the relevant cross-sections 
which were polished and examined under optical microscope.  
 
2.2.1. Materials and Sensors 
 
The laminate selected for this research is [(0/90)6]S and [(90/0)6]S, glass fiber with 
epoxy resin. The fiber used is Metyx LT300 E10A 0/90 biaxial E-glass stitched fabric with 
161gsm in the 0
o
 orientation and 142gsm in the 90
o
 orientation, summing to 313gsm total. 
The selected resin is Araldite LY 564 epoxy resin with XB 3403 hardener produced by 
Huntsman Corporation. The panels undergo an initial cure at 65 
o
C for 24 hours with a post 
cure at 80 
o
C for 24 hours. Figure 2.1 shows a sample of the fabric with a ruler overlaid for 
reference. The tow width is measured to be roughly 2mm. The FBG sensors used in this work 
are from FiberLogix. They have a center wavelength of 1555nm or 1540nm and lengths of 
either 10mm or 1mm.  
 
Figure 2.1: Fabric tow width (~2mm). 
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2.2.2. Fatigue Specimen Preparation  
 
A number of processing methods exist for composite materials. One method that is 
particularly suitable to produce composite parts satisfying stringent specifications of the 
aircraft industry is the Resin Transfer Molding (RTM) technique. RTM can produce high 
quality near net-shape parts with high fiber volume fractions, two high quality surfaces and 
little post processing in a fully contained system that eliminates human operator exposure to 
chemicals and reduces the chance of human error. For these reasons, RTM has been selected 
to produce the specimens for this study. A sophisticated laboratory-scale apparatus was 
designed and built with the ability of embedding fiber optics into the composite component. 
This apparatus is used to produce flat panels that are 620mm x 320mm x 3.5mm, which are 
processed into specimens for fatigue testing. All specimens have fiber optics embedded in the 
mid-plane of the laminate. Depending on the configuration of the laminate [(0/90)6]S or 
[(90/0)6]S, the FBG is perpendicular to or in line with the glass fibers, respectively. This 
proves to be an important detail in terms of data collection as discussed later. A tabbing 
material composed of 1.5mm thick, plain weave E-glass fabric/epoxy with a ~20
o
 angle on 
one edge is bonded with West System 105 epoxy and 205 hardener thickened with milled 
glass fiber with a bond-line thickness of 0.7mm. The panels are cut into specimens using a 
water-cooled diamond blade saw and the edges of specimens are polished by sandpapers with 
up to 400 grit. The final dimensions of the fatigue specimens are 280mm x 15mm x 3.5mm 
with a 160mm gage length. The length of the specimen is aligned with the 0
o
 fiber orientation. 
Figure 2.3a shows a drawing of the specimens. A special fixture is required to grip the 
specimen such that the fiber optic ingress location is not under load. The fixture consists of 
three steel plates, a bar and a pin. Two plates are clamped across either side of the specimen 
with bolts. One plate has a slot that allows the fiber to egress from the composite. The plates 
are screwed into the third plate that has a cylindrical pin that interfaces with the machine 
grips. A stiffening bar is located across the slot to reduce detection when the bolts are 
tightened. Figure 2.2b shows this fixture.  
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Figure 2.2: a) Drawing of test specimens, and b) gripping fixture. 
 
2.2.3. Fatigue Loading 
 
Many challenges lie in the area of fatigue testing of composite materials. They exhibit 
different characteristics from metallic materials that become apparent during fatigue testing. 
One such difference between metallic and composite materials is their heat conduction. 
Autogeneous heating becomes a major concern during fatigue testing of glass fiber reinforced 
composites as the built up heat is not conducted to the environment as it is with metallic 
materials. The fatigue properties of composite materials are especially sensitive to heat. 
ASTM standard D3479 states that a temperature increase of 10°C has demonstrated 
measurable property degradation. Generally a fatigue loading frequency of 1-4 Hz for glass 
fiber has been used with no or negligible heating [47]. This results in a lower testing 
frequency, which in turn results in extended time to perform an adequate test study. All 
fatigue tests were conducted with tension-tension sinusoidal load at 4Hz. Fatigue loading was 
applied under displacement controlled mode with maximum displacement corresponding to a 
constant amplitude strain of 0.4 and 0.5 times the ultimate strain of the material. The 
maximum and minimum loads and displacement are recorded from the MTS software. The 
minimum stress on the specimens is 27.6MPa while the maximum load is determined as a 
fraction of the maximum stress of 318.75MPa; 0.4 or 0.5 depending on the test. The 
magnitude of the minimum load was selected based on the value used by Natarajan et al. [15] 
in a similar fatigue study to prevent the generation of compressive loads. To determine the 
displacement amplitude to obtain the desired strain, a simple calibration procedure is 
(a) (b) 
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performed: the specimen is loaded into the machine and a load that will produce the desired 
amount of stress is slowly applied and released, then applied and released a second time. 
When the specimen is unloaded there is a residual displacement sensed by the LVDT. This is 
due to the wedge grips tightening and the specimen slipping slightly before the full clamping 
force is realized. To account for this nonlinear phenomenon the zero-offset/residual 
displacement value is subtracted from the maximum displacement on the second loading 
cycle. The peak of the FBG was interrogated with a Micron Optics SM230 interrogator at a 
rate of 100Hz.  
 
2.2.4. Microscopic Inspection 
 
To prepare samples for the microscopic inspection, sections were cut from the full size 
specimen after having been subjected to fatigue testing. Initially, three small samples were cut 
perpendicular to the loading direction from the center of each fatigue test specimens using a 
water cooled circular diamond saw. In order to investigate the cracks located along the fiber 
direction, samples are also cut parallel to the loading direction such that the optical fiber is as 
close as possible to the cut surface. All cut surfaces were polished on a rotating lap by 
progressive abrasion using finer and finer grits of silicon carbide sand paper and then 
investigated under an optical microscope with dark and bright field reflected light mode. 
 
2.3. Results and Discussion 
 
FBG data were recorded during testing and the specimens were inspected under a 
microscope after failure to determine the crack density.  The effects of the different FBG 
lengths and orientations are quite evident in the collected data. Essentially, with a 1mm long 
FBG that is oriented in-line with adjacent reinforcement fibers, there is no lost data (data 
recorded as 0 due to a lost signal). Figure 2.3 shows the data collected from a specimen with a 
10mm long FBG embedded perpendicular to adjacent reinforcement fibers. Initially there is 
no loss of signal as can be seen in the first eight seconds in Figure 2.4a. This continues for the 
initial 5% of the cycles before data points are regularly lost. As can be seen in the Figure 2.4b, 
data points are successfully recorded during the lower loading (troughs) with a few exception, 
but are lost (and recorded as 0) intermittently during higher loading (peaks). The intermittent 
nature of the signal loss at later cycles can be attributed to the dynamically varying strain field 
15 An Experimental Study on the Effect of Length and Orientation of Embedded FBG Sensors on the 




due to the formation of defects in the vicinity of the FBG sensor. Under certain combinations 
of uneven strain state, the FBG spectrum is split whereby the interrogation algorithm can no 
longer detect the Bragg wavelength, thus leading to intermittent data loss.  
 
 
Figure 2.3: Cyclic variation of wavelength of 10mm long FBG: (a) initial eight seconds, and 
(b) final eight seconds. 
 
 
Figure 2.4: Cyclic variation of wavelength of 1mm long FBG: (a) initial eight seconds, and 
(b) final eight seconds. 
Figure 2.4 shows the data collected from a specimen with a 1mm long FBG embedded 
in line with the reinforcement fiber. It can be seen that the data points are recorded at virtually 
every time step from the initial cycles (Figure 2.4a) up to failure (Figure 2.4b).  
To further illustrate the reliability of 1 mm FBG sensor under high cycle fatigue 
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(Figure 2.5). One may note that FBG sensor holds its integrity for the entire duration of the 
test and does not show any noticeable degradation or peak splitting, which clearly points out 
the reliability and accuracy of measurement for the entire duration of the test.     
  
 
Figure 2.5: Spectrum of the 1 mm FBG sensor; (a) before the fatigue experiment has started, 
(b) at 3x10
6
 cycles, and (c) at nearly 4x10
6
 cycles. 
After failure, the specimens were sectioned, polished and examined under a 
microscope. The density of matrix cracking was measured in order to correlate the effect of 
the crack spacing and FBG length. 
 
                                (a)                                                                         (b) 
Figure 2.6: Microscopic images of cross section of specimens in loading directions. 
Transverse cracks just above the fiber optic cable (b) can be seen clearly. The cross section is 
taken along the fiber direction. 
Figure 2.6 shows a cross section of the specimen after fatigue testing. A number of 
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roughly 1.1mm. The interaction between the fiber optic and the composite was also inspected 
in order to determine if the FBG was debonding inside the laminate, which may be 
contributing to the loss of the signal. Figure 2.7 shows a cross section of the embedded fiber 
optic. It appears that there is no detrimental interaction between FBG and the composite and 
hence no debonding in between them. As one may note from this figure, the fiber optic sensor 
is surrounded by three different regions, namely, reinforcing fibers parallel (region 1) and 
perpendicular (region 2) to the fiber optic and matrix (region 3). This case might further 
contribute to the development of uneven strain distribution around the FBG.  However, the 
sinusoidal wavelength change and the FBG spectrum data show that 1mm FBGs are not prone 
to uneven strain distribution which can normally cause peak splitting; hence they can easily 
provide local strain data reliably.  
 
 
Figure 2.7: Microscopic image of cross section of embedded optical fiber. 
The difficulty in embedding FBG sensors in composite materials having inherent local 
non uniform strain distributions lies in ensuring that sensors are under an even strain field. 
Three important main factors influence the consistency of the field thereby enabling FBGs to 
reliably monitor strain during fatigue loading. The first factor is the relationship between FBG 
length and tow width. In a composite made with non-crimp fiber (NCF) material, tows 
(bundles of fiber) are stitched together to make up a fabric. Once the composite is processed, 
the regions between the tows are resin rich compared to those regions within the tows. The 
stiffness of the resin rich areas is less than within the tow since there is only resin and no glass 
fiber to increase the stiffness. This results in an uneven strain field across a number of tows 
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2mm. This is greater than the length of the 1mm long FBGs and less than the length of 10mm 
FBGs. At most a 1mm long FBG will experience one resin rich area while a 10mm long FBG 
will experience four resin rich areas. The more excessive variation in strain seen in a longer 
FBG results in a broader reflection spectrum and in some cases causes a loss of the ability to 
track the peak wavelength. Figure 2.8 describes this configuration and shows the relative sizes 
of FBGs and tow width. In line with the concept of maintaining an even strain field by 
reducing the number of tows that cross an FBG, the reinforcement fiber orientation also plays 
an important role. If the fiber optic is embedded in-line with the reinforcements that it is in 
contact, it will experience a less uneven strain field. Figure 2.8 shows the two possible optical 
fiber/fiber reinforcement orientations. The experimental results show that optical fibers 
oriented in-line with the reinforcement (Figure 2.8b) had a sharper reflected spectrum and 
were therefore more reliable. 
 
(a)                                                   (b) 
Figure 2.8: Schematics of embedded FBG. 
The crack density plays a similar role to tow width in maintaining a consistent strain 
field. When a crack in the composite develops, the region around the crack experiences a 
different strain field than the intact composite. Thus, formation of multiple cracks in the 
vicinity of FBG can create uneven strain field along the sensor length. The crack density in 
our specimens that were examined under optical microscope is around 1.1mm. This is slightly 
larger than the 1mm long FBGs. On average, the 1mm long FBGs will experience one crack 
while the 10 mm long FBG could experience nine cracks leading to higher probability of 
exposure to such uneven strain fields. This reinforces the fact that the 1mm long FBGs 
produced better data than the 10mm long FBGs. 
In addition to three main factors influencing the measured signal accuracy, namely; 
tow width to FBG length relationship, optical fiber and adjacent reinforcement fiber 
orientation and crack density resulting from fatigue loading, other factors such as edge 
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delamination, and composite thickness might also influence the measurement accuracy of the 
signal. The edge delamination is triggered by interlaminar stresses occurring in the proximity 
of free edges because of layer-wise difference in elastic properties. The current lamination 
structures are selected given its ease for manufacturability and also placing the FBG sensor 
perpendicular and parallel to tow directions achieved by the stacking sequences of [(0/90)6]S  
and [(90/0)6]S, respectively. Out of these two stacking configurations, [(90/0)6]S configuration 
is  expected to carry smaller edge delamination risk than [(0/90)6]S. However, it should be 
born in mind that the regular distribution of interlocked layers can reduce the edge 
delamination hazard. In our experiments, we have not observed any edge delamination that 
can alter the signal behavior. Moreover, noting that the FBG sensors are positioned away 
from the free-edges, the edge effects if existing are not prominent to affect our measurements. 
If the FBG sensor is to be placed nearby the edges, possible occurrence of edge delamination 
should be considered, which can be reduced through optimizing the ply angles as elaborated 
in detail in [48]. Another important factor that needs to be taken into account might be the 
thickness of the laminate. If the laminate thickness is comparable to the diameter of the optic 
cable and thus the FBG sensor, the signal quality of the FBG sensor might be altered under 
the fatigue loading. It is noted that in our another work, 1 mm long FBG sensor embedded 
into the midplane of 2.26-2.21 mm thick symmetric composite laminates having six layers of 
either unidirectional glass (600 Tex, 283 gr/m
2
) or carbon fibers(800 Tex 12K, 300 gr/m
2
) 
gives reliable signal when subjected uniaxial static tensile loading. However, the fatigue 
behavior of short FBGs in thin laminate is not investigated within the scope this works and 




When an FBG is under an uneven strain field, the reflected spectrum will broaden and 
eventually split into a number of peaks. This results in either a loss of signal or an inaccurate 
signal due to a peak shift caused by the split. To embed FBGs in an even strain field three 
factors should be kept in mind: i) tow width to FBG length relationship, ii) optical fiber and 
adjacent reinforcement fiber orientation, and iii) crack density resulting from fatigue loading. 
The tow width should be greater than the length of the FBG so that it only experiences one 
region of uneven strain (the resin rich area between the tows). The optical fiber should be 
aligned with the direction of the adjacent reinforcement fibers. This further reduces the 
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uneven strain field found between the tows. Ideally the crack density should be equal to or 
greater than the FBG length. Cracked regions have different strain level in the local vicinity 
compared to the intact region and therefore contribute to an uneven strain field in a similar 
manner to the resin rich regions between tows. Experimental results show that the signal from 
a 1mm long FBG embedded in-line with adjacent reinforcement fiber within a NCF material 
with tow widths of ~2mm, and a 1.1mm crack density after fatigue testing is much more 







 Investigation of Strain and Temperature Distribution in Fiber Reinforced Composites 
Subjected to High Strain Fatigue Loading Using Embedded FBG Optical Sensors  
 
3.1.  Introduction 
 
In this research, performance and behavior of FBG sensors embedded inside glass 
reinforced composites are studied under constant high strain, low-cycle fatigue loading 
conditions in order to assess the mechanical energy, strain distribution and evolution along the 
composite specimens. Understanding FBG response under low-cycle fatigue conditions is 
important in terms of applicability of these sensors to monitor structures that are exposed to 
repetitive high dynamic loads. It is shown that strains from the sensors located in different 
locations can decrease and significantly deviate from each other as low-cycle fatigue progress 
notifying the distinction between the global and local response of the material. To the best of 
author’s knowledge, there is no published research on investigation of sensor behavior for 
high strain fatigue of fiber reinforced composites. This work attempts to unravel the sensor 
response to detect the internal strain behavior under such loading conditions. It also aims to 
address the practical problems regarding the fatigue testing under constant displacement and 
strains utilizing different measurement devices of the testing system. Furthermore, using 
thermocouples, autogenous heating of the composite samples was also investigated to 
understand the temperature variations for fiber reinforced composites composed of biaxial 
glass fibers and epoxy matrix undergoing cyclic loading.  
 
3.2. Experimental  
 
3.2.1 Specimen preparation and testing equipment 
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In order to manufacture the composite plates, Resin Transfer Molding (RTM) and 
vacuum infusion (VI) methods were used. In the course of this study, 5 composite laminates 
were fabricated, and four of which were produced using RTM. The RTM method is 
particularly suitable for manufacturing of high quality, high volume fractions and near net-
shape composite parts. Laboratory scale RTM apparatus which provides the ability of 
embedding optical fibers into the composite parts was used to produce flat panels with the 
dimensions of 620mm x 320mm x 3.5mm wherein optical sensors are embedded. Composite 
laminates consisted of E-glass fiber and epoxy resin and have the stacking sequence of 
[90/0]6S. Metyx LT300 E10A 0/90 biaxial E-glass stitched fabric was used as the 
reinforcement, which has an area density of 161 g/m
2
 in the 0
o
 orientation, that is aligned along 
the resin flow direction in the mold, and 142 g/m
2
 in the 90
o
 orientation, leading to total of 313 
g/m
2
. The selected resin system is Araldite LY 564 epoxy resin mixed with XB 3403 hardener 
(manufactured by Huntsman Corporation) with the ratio of 100 and 36 parts by weight. The 
panels undergo an initial cure at 65 
o
C for 24 hours with a post cure at 80 
o
C for 24 hours. 
Three 1 mm long FBG sensors having the Bragg wavelengths of 1540, 1550 and 1560 nm that 
are written on the same fiber optic cable with 4 cm or 6 cm intervals were purchased from 
FiberLogix. Prior to manufacturing, fiber optic cable was fixed onto 0
o
 surface of a ply through 





 layers of the laminate as shown in Figure 3.1a. The composite panels are cut into 
mechanical test specimens using a water-cooled diamond circular blade saw, which have the 
final dimensions of 250 mm × 25 mm × 3.7 mm with a 150 mm gage length. The length of the 
specimen is aligned with the 0
o
 fiber orientation. In the specimens with FBG sensors, the 
middle FBG (1550nm) was positioned at the center of the specimen’s gage length and the 
remaining two sensors were located towards the grips. All three sensors were oriented along 
the loading direction. To avoid damage and in turn the breakage of test specimens at grip 
locations, both ends of specimens are tabbed with an aluminum tab having a dimension of 50 
mm × 25 mm × 1mm using two-component room temperature curing epoxy system (Araldite 
2011). 
All tests were performed on an MTS 322 test frame with MTS 647 hydraulic wedge 
grips using an MTS FlexTest GT digital controller with MTS Station Manager software. Load 
and displacement data were collected with a built in load cell, (model: MTS 661.20F-03) and 
linear variable differential transformer (LVDT), respectively. Strain was collected with an 
axial extensometer, model: MTS 634.25F-24. Micron Optics SM230 interrogator with Micron 
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Optics Enlight software was used to collect the FBG data. K-type thermocouples are used to 
measure temperature and corresponding data was collected using a National Instruments NI 
SCXI-1314 DAQ card in a NI SCXI-1000 chassis with LabVIEW software. All data is 
acquired at a sampling rate of 100Hz.  
   
(a) (b)          (c) 
Figure 3.1: a) The schematic drawing for stacking sequences together with the placement of 
FBG sensor and also the orientation of the cut specimen indicated by blue region where l , w , 
and t  indicate the length, width and the thickness of the manufactured composite plate, b) 
fatigue testing system and equipments, and c) L-shaped specimen that enables easy egress of 
the fiber optic cable.  
3.2.2. Test procedure 
 
In order to determine baseline parameters for fatigue tests, eleven static tests were 
performed whereby the average ultimate tensile stress and strain of the composite specimens 
were determined to be 320 MPa and 16.31 mε, respectively. In this study, six FBG embedded 
specimens are subjected to constant amplitude strain and tension-tension sine wave tests at 
various strain ratios ( max ult/  ) varying between 0.5 to 0.6 where the maximum fatigue 
loading which needs to be imposed on these test specimens were determined based on the 
strain ratio of interest. To ensure that the fatigue tests for all specimens are performed in 
tension-tension mode, all specimens are subjected to   minimum stress of 27.6MPa. 
Autogeneous heating of the test specimens become a concern during fatigue testing of glass 
fiber reinforced composites as the heat is not as quickly transferred to the environment as it is 
with metallic materials. The fatigue properties of composites are especially sensitive to heat. 
Tests are performed at a frequency of 4 Hz.  
For each fatigue specimen, the strain sensitivities of embedded FBG sensors are 
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and maximum stress and area of the specimen. The given specimen is statically tensioned up to 
the calculated maximum load, and reloaded down to the minimum load while acquiring the 
displacement data by LVDT, the strain data by extensometer and the Bragg wavelength by the 
optical interrogator. The loading and unloading procedure is applied second time. Then, all the 
collected data are processed such that the extensometer data corresponding to the second ramp 
are plotted as a function of pertinent Bragg wavelength for each FBG and LVDT and linear 
regression is used to determine strain calibration coefficients for FBG and LVDT sensors.  
Prior to fatigue testing, the temperature sensitivity of the FBG sensors was determined 
in order to account for the temperature variation in the specimens due to autogeneous heating. 
To this end, FBG sensors were placed in an oven. The temperature in the oven were ramped 
from 30 
o
C up to 60 
o
C and allowed to soak at each 10 
o
C temperature increment for one hour 
before the temperature and wavelength were recorded. A plot of wavelength vs. temperature is 
constructed for each FBG and linear regression is used to extract an average temperature 
sensitivity of 0.010 nm /
 o
C for the FBG sensors. Before fatigue tests, three thermocouples 
were fastened to the surface of the specimens such that each one is located just above one of 
the FBG sensors in order to monitor the temperature increase due to autogeneous heating in the 
vicinity of the corresponding FBG sensor. Then, the surface temperature data of each 
thermocouple were converted into the wavelength shift using the previously determined 
temperature sensitivity coefficient and later the wavelength changes due to the increase in 
temperature were subtracted from the corresponding FBG wavelength data at each data point. 
Here, it should be noted that the surface temperature may not be the same as that sensed by the 
embedded FBG; however, it provides temperature information very close to the exact values 
thereby allowing for higher accuracy in the measured strain.  
In this study, to investigate the behavior of FBG sensors under different experimental 
conditions, two different experimental procedures were utilized, namely fatigue experiments 
with LVDT and extensometer control mode as tabulated in Table 1. Four of the six fatigue 
experiments are performed under LVDT control whereas the remaining two experiments are 
conducted under the extensometer control. For experiments with LVDT control, the given 
specimen is subjected to the constant displacement corresponding to the desired strain ratio 
through using the LVDT sensor of the fatigue testing system. Recall that the displacement 
recorded by the LVDT was related to the strain acquired by the extensometer through a 
calibration coefficient as described previously. Prior to fatigue experiments controlled by the 
LVDT sensor, the extensometer was dismounted from the specimens and the fatigue 
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experiments were performed between minimum and maximum displacements imposed by 
LVDT. As for the experiments with extensometer control, the extensometer was mounted onto 
the specimens and kept thereon throughout fatigue tests. The specimens were strained between 
the minimum and maximum strains corresponding to desired strain ratios.  
After fatigue test, the relevant sections of the broken fatigue specimens were cut into 
samples using circular saw blade to microscopically study the interaction between FBG and 
host composite material. Their pertinent surfaces are polished using different grits of abrasive 
papers and inspected under optical microscope and a Leo Supra 35VP Field Emission 
Scanning Electron Microscope (SEM). 
Table 3.1: Test parameters for fatigue experiments.  
Specimen Code Strain Ratio Fatigue Method 
L1 0.61 LVDT 
L2 0.6 LVDT 
L3 0.545 LVDT 
L4 0.6 LVDT 
E1 0.57 Extensometer 
E2 0.506 Extensometer 
 
3.3. Results and Discussion 
 
Data acquired from sensors throughout the fatigue tests of specimens are processed 
and presented as temperature, maximum strains at one cycle and mechanical energy variations 
as a function of cycle numbers in Figures 3.2-3.6. Here it should be noted that for all of the 
specimens, the intervals between the subsequent sensors are 4 cm except for the specimen E1 
for which it is 6 cm. Figure 3.2a shows the variation of surface temperatures of the specimen 
L1 at three different locations as well as the ambient temperature, which were recorded with a 
K-type thermocouple with the sampling rate of 100 Hz. Here, it should be mentioned in 
passing that due to an unexpected error in data acquisition, data from FBG sensors and 
thermocouples were recorded only for initial 17000 cycles. However, the current data are still 
descriptive in terms of the fatigue behavior of the specimen at the pertinent strain ratio. The 
temperature of the fatigue specimen changes due to the mechanical work done on the 
composite. As can clearly be seen from Figure 3.2a, the temperatures recorded from the 
surface of the specimen steadily increase during very early cycles of the fatigue test due to the 
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autogeneous heating that occurs and then level off due to the fact that the rate of heat 
generation is compensated by the rate of heat transfer to the environment. Recall that the 
stiffness degradation of fiber reinforced polymer matrix composites experiences three 
different stages in response to cyclic loads. In Stage I, the rapid formation and interconnection 
of matrix cracking causes a sharp, and non-linear decrease in stiffness for the first 15-25 % of 
fatigue life. Initial rapid increase in temperature corresponds to this first stage of the fatigue 
life, followed by temperature settlement where Stage II of the fatigue life takes place. The 
observable difference in the values of temperature at different thermocouple locations might 
be attributed local differences in the damage formation across the length of the fatigue 
specimen. One may arguably state that the region having a larger increase in temperature 
might correspond to that with higher density of micro damage in the composite structure.   
  
  
Figure 3.2: Evolution of temperature (a), strain (b) and mechanical energy (c) for all of the 
thermocouples and FBG sensors for the first specimen, L1. 
Figure 3.2b shows the variations of maximum strains (i.e., peak strains in the 
sinusoidal strain form) that are recorded by LVDT and FBG sensors. Recalling that the 
fatigue on this specimen was conducted under constant displacement using the LVDT sensor, 
one may at first sight expect that FBG sensors should also give constant strain values. 
However, maximum strains gathered from the FBGs can be significantly distinct from the 
global behavior of the specimen. Different sections of the specimens can possess different 
strain variations during the loading process as inherent heterogeneity of the composite 
structure causes non-uniform strain distributions and elongations along the specimen 
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gagelength [49]. Another finding of this experiment is that the strain measured at different 
locations by the FBG sensors can significantly be different from each other as fatigue loading 
continues (i.e. between top and middle FBG sensors) thereby demonstrating reality of the 
non-uniform strain distribution due to the local difference in the damage form, density and 
evolution along the specimen gage length. Specimen L1 has failed at a location 1 cm above 
the lower grip close to the bottom FBG sensor. 
To be able to scrutinize the possible relation between the strain evolution and 
mechanical strain energy (previously stated to have three distinct region during the entire 
fatigue experiment), in Figure 3.2c is plotted the mechanical strain energy per unit volume 
(u=0.5σmax εmax) as a function of cycle number. One can clearly notice that LVDT strain based 
mechanical energy possesses three distinct phases as discussed in the introduction section. 
Here, the initial sharp decrease corresponds to the first phase where the formation and 
interconnection of matrix cracking occurs rapidly. The second phase is characterized by the 
gradual linear decrease in mechanical energy due to the crack propagations, fiber debonding 
and delamination while at the third or final stage, the sudden drop in the mechanical energy is 
due to the fiber breakage. As the strains acquired from FBG and LVDT sensors differ, so do 
their corresponding energies and FBG sensors experience sharper decrease in their respective 
mechanical energies with respect to the one based on LVDT. It is interesting to note that the 
variation of strain as a function of cycle number for bottom and top FBG sensors in Figure 
3.2b resembles to that of strain energy in terms of having initial sudden drop followed by the 
linear region.         
To be able to repeat the previous experiment and acquire the FBG sensor data all 
through the fatigue experiment, specimen L2 was manufactured and subjected to the fatigue 
loading. For this test, processed temperature, maximum strain and mechanical energy 
variations are given in Figure 3.3. 
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Figure 3.3: Evolution of temperature (a), strain (b) and mechanical energy (c) for all of the 
thermocouples and FBG sensors for the first specimen, L2. 
Figure 3.3a presents the evolutions of temperatures for three different thermocouples. 
As in the case of the previous experiment on the specimen L1, there is also a rapid initial 
increase in temperature, which is followed by a region where the temperature rise is linear. 
Unlike Figure 3.2a, in this experiment, the temperature values of different regions are more 
close to each other, which might be due to the variability in the composite specimen and 
uniform damage formation along the specimen. There are two contributing factors that alter 
the temperature of the fatigue specimen, namely the autogeneous heating due to mechanical 
work on the system, and the friction between crack surfaces. In our relevant earlier work, it 
was shown that after the initial rise in the temperature, there is a gradual decrease in the 
temperature, which was followed by plato. This decrease is due to that the rate of heat 
generation is smaller than the rate of heat removal to the environment since as the damage is 
formed in the composite specimen, the force required to induce the desired strain drops 
whereby the mechanical work done on the specimen reduces, and also heat generation due to 
the friction between the deformation surfaces is not high enough to compensate heat removal. 
In Figure 3.3a, unlike our previous observation, there is no drop in temperature of the 
specimen which might be attributed to the fact that the damage being formed in the course of 
fatigue experiment is able to generate heat at a rate higher than the heat removal rate, 
therefore, the temperature of the specimens raises linearly, which might imply high damage 
density in the structure. Temperature rise occurs even though the mechanical energy applied 
onto the material drops associated to the decline in force due to the material deformation. At a 
later stage around 4000s, there is a noticeable deviation for the top thermocouple from the 
linear region such that the temperature rise is augmented. These three distinct regions are well 
correlating with the first, second and third phases of the energy curve. This suggests that 
while susceptible to external environmental effects, monitoring the surface temperature of 
composites subjected to fatigue may be used to give insight into the condition of the material. 
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Strain evolutions for the relevant sensors are provided in the Figure 3.3b. As in the 
case of results for L1 specimen, as the fatigue experiment progresses, the local strains 
measured by FBG sensors drop down such that the trend has a three distinct behavior, that is 
to say, initial sharp decrease followed by gradual nearly linear decline and finally sharp drop. 
Note that these three stages are in agreement with the previously stated fatigue phases 
observed in temperature and mechanical energy (based on LVDT) plots as a function of cycle 
number in Figure 3.3a and Figure 3.3c, respectively. This finding indicates that only strain 
monitoring with discrete embedded FBG sensors, one can conclude on the structural health of 
the composite specimen, which cannot be possible with strain gages due to the fact that under 
the fatigue loading, surface mounted strain gages experience debonding from the specimen 
surface and also lose their performance at later stages of the fatigue. Moreover, as before, the 
temperature is higher for the sensor with larger local strain. Globally, the specimen 
experiences a constant displacement/strain whereas there exist considerable differences in 
local strains measured from the sensors, which further increases as the test continues. Noting 
that as the fatigue experiment continues, the damage formed within the specimen causes 
permanent deformation and in turn elongation in the gage length of the specimen. Hence, it 
can be expected that the fatigue system should apply less force to induce the desired 
maximum displacement whereby the specimen effectively experiences less strain. As seen 
from the Figure 3.3b, the maximum strain values for the FBG sensors showed significant 
decreases in the strain values. Moreover, closer to failure, the strain of the middle FBG sensor 
starts to increase. This sudden change in the trend of the strain may signify the possible 
formation of major deformation other than fiber-matrix debonding and delamination alerting 
for the catastrophic failure before it can take place. This result is also consistent with the 
failure location of the specimen which occurred close to the middle FBG in the region 
between middle and top FBG sensors. The calculated mechanical energy using the strain data 
of all the respective sensors are provided in Figure 3.3c. Again, notable differences in the 
mechanical energy are present due to the fact that sensors sense different strain values. The 
comparison of Figure 3.2c and Figure 3.3c for the cycle number of 1.4x10
4
 indicates that the 
specimen L2 involves more damage than L1 wherefore L1 specimen endured higher cycles 
number than L2.  
The difference in the duration of the first phase detected based on FBG and 
extensometer/LVDT strain fields can be associated with the fact that the strain field of the 
sensor with larger gagelength such as extensometer and LVDT is affected by all the matrix 
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cracks along the gage length whereas the FBG strains are influenced by the cracks in the 
vicinity of the sensor having much shorter gagelength. Therefore, the first phase demarcated 
based on the FBG strain last shorter.   
The third experiment was performed on the specimen L3 under displacement control 
with the strain ratio of 0.55 and was designed to consolidate the repeatability of the previous 
two experiments. Particular to this experiment, after 25000 cycles, the test was paused, the 
specimen was unloaded for 30 min, and then fatigue test was reinitiated while keeping the 
experimental conditions identical. Specimen has failed close to the middle FBG sensor in 
region between middle and top FBGs. 
  
 
Figure 3.4: Evolution of temperature (a), strain (b) and mechanical(c) energy for all of the 
thermocouples and FBG sensors for the first specimen, L3. 
Figure 3.4a presents variation of surface temperatures at three different thermocouple 
locations for specimen L3. For the first fatigue loading, similar to previous corresponding 
figures, the temperature at all three locations increase sharply and then follow gradual linear 
increase, which was stated to be corresponding to the second fatigue stage. Upon terminating 
the loading, all temperature values start to decrease as expected. A rather important 
observation that deserves some consideration is the temperature trend for secondary fatigue 
loading. Upon reinitiating the fatigue loading, it was noted that the rate of temperature rise 
was higher than that corresponding to the initial fatigue loading. The specimen temperature 
reaches the same values in a much shorter time, which can be attributed to the differences in 
the damage state of the specimen between the two cases. For the latter case, since the 
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specimen posses much higher damage and cracks distributed throughout the specimen, 
friction between the newly formed crack or damage surfaces lead to additional source of heat 
generation in the specimen, thereby increasing the temperature faster. 
Corresponding strains and mechanical energies are given in Figures 3.4b and 3.4c. 
Again, strains have decreasing trend throughout the initial fatigue loading. When the fatigue 
loading was reinitiated again, maximum strains measured from the FBG sensors experienced 
sudden jump compared to the maximum strain of the last cycle belonging to the first fatigue 
loading even though applied maximum strain was kept same. The reason of such behavior can 
be attributed to the strain due the thermal expansion. It is seen that the specimen has a higher 
temperature at the end of the first fatigue loading than at the beginning of the second fatigue 
loading which implies that certain portion of the applied strain in the former case is 
contributed by the thermal strains associated to the thermal expansion of the specimen. When 
the specimens cools down and predefined displacement is applied again for the second fatigue 
loading, contribution from the thermal strain diminishes and more force is required to induce 
the desired displacement onto the specimen resulting in an upward jump in the measured 
force. This in turn influences the FBG strains along the specimen causing it to experience 
sudden increase.  
After the jump in the strain, the maximum strains starts to drop down again until about 
28000 cycles for all of the sensors. The rate of decreases in strain is significantly different 
compared to that corresponding to the end of the first fatigue loading for all the respective 
sensors. At this stage, the strains recorded by top and bottom FBG sensors continue to 
decrease whereas the strain of the middle FBG starts to increase pointing to significant 
deformations in the vicinity of the middle FBG sensor. After the restart of the fatigue test, 
specimen L3 withstands additional 6000 cycles of fatigue loading before the failure, leading 
to total of 31000 cycles to failure. Recall that the similar behavior was also noted for the 
middle FBG sensor of specimen L2. Both L2 and L3 specimens failed at a location close to 
the middle FBG in the upper part of the specimen (section above the middle FBG). The 
positions at which the specimens indicate the failed is consistent with the abrupt variations in 
the strain fields presented in both Figures 3.3b and 3.4b.  
To further understand the outcomes of the initial 3 experiments, another specimen L4 
is tested. Particular to this case, fatigue loading was imposed using LVDT control and 
extensometer was mounted onto the specimen to measure the strain during the fatigue 
loading. Similar to the specimen L3, two stage fatigue loadings were applied onto the 
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specimen. Initially, fatigue loading corresponding to the strain ratio of 0.6, was introduced for 
15000 cycles and after around 30 minutes, second fatigue loading was applied with same 
maximum displacement loadings until failure resulting in an additional 4694 cycles to failure. 
Figure 3.5 shows the results for the strains and temperatures measured from different sensor 
systems and mechanical energy variations. Temperature variations of the specimens showed 
similar behavior as in the case of specimen L3 possessing distinct phases corresponding to the 
fatigue stages. At first initial rapid increase is detected followed by gradual increase in 
temperature. Top thermocouple showed the highest temperature variation. Consistent with the 
results of specimen L3, rate of temperature rise during the second loading was higher 
compared to the first fatigue loading as the friction between the crack surfaces formed during 
the first loading generates additional heat for the second loading. Upon analysis of the strain 
variations for the respective sensors, application of constant displacement onto the specimen 
causes decline in the strains measured from different sensors, extensometer can experience 
around 300 με decrease in the measured strain. Such a reduction can be attributed to the 
elongation in the specimen causing less strain transferred to the specimen region within the 
gagelength of the extensometer in response to the same imposed global displacement. Another 
observation important observation is that decline of maximum FBG strains is higher 
compared to the extensometer strains. Such a behavior can be attributed to the damage formed 
in the surrounding regions of the FBG sensors as they can hinder the strain transferred 
between the reinforcing fibers and the FBG sensor causing acquisition of less strain. Again 
consistent with the previous results, strains measured from different FBG sensors showed 
different strain quantities due to the non-uniform elongations and damage formation along the 
specimen. At the second fatigue loading FBG strains behaved rather differently compared to 
the initial loading and closer to the failure there is a significant variation in the measured 
strain pointing out to the subsequent catastrophic failure.  Specimen has failed at a location 2 
cm above the lower grip and 1.5 cm away from the bottom FBG sensor. Maximum strains 
acquired from the bottom FBG sensor significantly increased at the last 1000 cycle of the 
fatigue loading signifying the occurrence of significant deformations in the vicinity of the 
sensor. Moreover, there is a sudden jump in strain upon application of the second fatigue 
loading which is due to the jump in the measured force. This Figure 3.5c illustrates the 
mechanical energy variations along the specimen for different sensor systems. There is 
synchronization between the phases of the temperature and mechanical energy variations in 
terms of time.    
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Figure 3.5: Evolution of temperature (a), strain (b) and mechanical(c) energy for all of the 
thermocouples and FBG sensors for the first specimen, L4. 
To be able to shed a further light on the phenomenon as to descent in the maximum strains 
measured by the FBG sensors in the course of the fatigue loading, two additional experiments 
were performed under constant strain through using an extensometer mounted on the 
specimens until the failure where the pertinent specimens are denoted with E1, and E2. 
Similar to the results obtained from experiments with LVDT displacement control, the 
decrease in the maximum strain values are also noted for both E1 and E2 wherein FBG strains 
experience distinctive phases during the fatigue loading process. Experimental results for the 
specimen E1 are provided in Figure 3.6. For this specimen, the imposed strain ratio for the 
fatigue loading was 0.55. Particular to this specimen, the interval between the subsequent 
FBG sensors is 6 cm. Specimen failure from the grip location close to the bottom FBG sensor. 
Figure 3.6a yields local temperature variations along the specimen and in the environment. 
Here, the temperatures of all three locations increase sharply due to the autogenous heating, 
then gradually drop due to the fact that the specimen is being deformed and in turn less force 
is required to induce the prescribed displacement causing lower mechanical energy imposed 
around that region. This results in a level off since the rate of heat generation is balanced by 
the rate of heat transfer to the environment, and finally start to increase owing to the fact that 
the friction between the surfaces of micro cracks or damage acts as additional heat source 
within the specimen. Temperature variations for specimen E1 has rather good correlation with 
the three fatigue phases especially for the top thermocouple. Strain variations for the 
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respective FBG sensors and LVDT are provided in Figure 3.6b. Recall that using the 
previously determined calibration coefficient, the LVDT recorded displacement was 
converted into strain value. As can be seen from Figure 3.6b, until nearly 15000 cycles, the 
strain values of both extensometer and the LVDT are nearly the same. After this, the LVDT 
strain starts to increase drastically indicating significant deformation or elongation in the 
specimen to impose the desired strain onto the gage length region of the extensometer (50 
mm). The similar trends in FBG recorded maximum strains are observed for the E1 specimen 
as well. Closer to the failure, that is to say, around 16000th cycle, the strain acquired by the 
bottom FBG sensor begins to reveal a sharper decline with respect to the other FBG sensor, 
which coincides with the onset of sudden increase in the LVDT strain. This can be attributed 
to the formation of major damages and elongations in the vicinity of the bottom FBG sensor 
alerting for the initiation of the third phase and catastrophic failure which is again consistent 
with the failure location which occurred at the lower grip from the tab section. Similar 
behavior is detected for the bottom FBG sensor of the specimen L4 where failure took place 
in the similar section of the specimen. For this experiment, the strain trends of the FBG 
sensors in Figure 3.6b follow the style of the mechanical energy variation calculated based on 
the constant strain recorded by the extensometer shown in Figure 3.6c.  
 
 
Figure 3.6: Evolution of temperature (a), strain (b) and mechanical(c) energy for all of the 
thermocouples and FBG sensors for the first specimen, E1. 
Recall that the specimen E2, the last specimen of the present work, is manufactured by 
using VI method, and tested under extensometer control with the strain ratio of 0.5. Unlike 
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RTM specimens, this specimen was broken at a smaller cycle number, which might be 
attributed to one sided rough surface due to presence of peel ply, known to be the source of 
crack initiation points, or unnoticed possible defects which might have been caused during the 
manufacturing. However, the life time of the specimen is irrelevant within the focus of this 
study. In this test, in order to have further information on the strain variations along the 
specimen, a second extensometer with a smaller gage length was mounted onto the middle 
section of the specimen between the two ends of the first extensometer which inputs the strain 
data into fatigue testing machine) as shown in Figure 3.7. The results of this experiment are 
presented in Figure 3.8. Specimen has failed at a location between bottom and top FBG 
sensors as shown in Figure 3.10b. Temperature evolution on the surface of the specimen is 
given in Figure 3.8a, which has significant resemblances with previous experiments as 
expected. The second extensometer follows the first extensometer in the strain until the ten 
thousand cycles, and thereafter, shows deviation from constant strain value of the first 
extensometer, showing the importance of the gage length and the locality of the strain 
measurement in the specimen experiencing non uniform deformation, which is the case 
particularly for composite materials. In similitude with previous results, FBG recorded strains 
showed decrease over the length of the fatigue experiment. In this experiment, the third phase 
is rather distinctive in comparison to previous experiments such that there are abrupt changes 
and considerable decline in the all FBG measured strains as well as in the strain recorded by 
the second extensometer.  
 
 
Figure 3.7: Additional extensometer was mounted for specimen 
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Figure 3.8: Evolution of temperature (a), strain (b) and mechanical(c) energy for all of the 
thermocouples and FBG sensors for the first specimen, E2. 
Upon the analysis of the results acquired from the FBG sensors referring to strains 
fields recorded by LVDT and extensometers, it has been demonstrated that under constant 
amplitude, high strain fatigue loadings, the maximum local strains sensed by the 1 mm long 
FBG sensors can significantly be different from the global strain values measured over a larger 
gage length, and nearly in all experiments, FBG recorded strains decline. In addition, FBG 
sensors at different locations posses different strain fields attributed to the non-uniform strain 
fields or deformation states in discrete regions of the specimen.    
At first sight, one may argue that this decline might be associated with the interaction 
between the composite and the FBG sensor due to the debonding of the sensing part of the 
FBGs and the deterioration of the FBG sensors. In order to examine the integrity of the sensor 
and its bonding with the host material, the cross sections of the composite specimens are 
inspected under optical microscopy and scanning electron microscopy and no noticeable 
debonding is detected as can be seen in Figure 3.9, which presents the cross section taken from 
the specimen L3.  
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Figure 3.9: Perpendicular (a) and longitudinal (b) cross sections of optical fibers around FBG 
regions.  
The formation of fatigue damages such as matrix cracking, fiber-matrix debonding and 
fiber breakages around FBG sensors can cause strain relaxations in the sensor region whereby 
FBG sensors may read significantly different strain from the globally applied one on the 
specimen. During the fabrication of composites specimen in this study, recall that FBG sensors 
have been placed parallel to 0
o
 fibers within the symmetry axis of the laminate. Although the 
FBG sensors were placed in close contact to reinforcing glass fibers, they might be partially 
surrounded by resin rich regions as shown in Figure 3.10. Hence, the matrix will have an 
influence on the strain state in the vicinity of the FBG sensor owing to the matrix cracking due 
to the applied loads. Cracks formed within the reinforcing fiber tows can also contribute to this 
process. Also, possible reinforcing fiber-matrix debonding may lessen transfer of the globally 
applied strain onto the FBG sensor. Moreover, the fiber breakage in the composite can 
considerably alter the structural integrity thereby causing profound local variations in the strain 
field. The progressive damage modes in the fatigue experiments are well captured by the FBG 
sensors such that the variation of strains recorded by FBG sensors can follow the three fatigue 
phases of the composite corresponding to different damage mechanisms. In the light of all 
experimental findings, it is believed that the strain relaxation in vicinity of FBG sensors is one 
of the contributing reasons for the observed reduction in the maximum strains measured by 
FBG sensors. Thus, FBG sensors can provide valuable information regarding the strain and 
damage state of the internal regions in the specimen. 
 
(a) (b) 
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Figure 3.10: a) Cross section of FBG sensor; region 1 shows the resin rich areas that the 
fibers are in contact and region 2 represents the longitudinal fibers parallel to the sensor where 
fiber-matrix debonding can be observed, b) Failed specimens, failure locations are marked 
with the red circles and sensor locations are indicated with black vertical tics.      
The strain distribution as sensed by the FBG sensors within the specimen subjected to 
fatigue loading may vary appreciably and the variation can be more profound as the cycle 
number increases, which can be prudently attributed the nonlinear strains that the specimen 
experiences due to the heterogeneity in its structure and the formation of different damage 
states. Moreover, closer to the failure of the specimen, at least one of the FBG sensors shows 
notable  divergence in the maximum strain, notifying the initiation of the third phase of fatigue 
life of composite and subsequent catastrophic failure in parallel with the failure location of the 
specimen. Although, the constant displacement/strain were applied to the composite 
specimens, FBG sensors show distinctive maximum strain behavior capturing the fatigue 
phases of the composite material rather than showing constant and uniform  strain fields.  
Furthermore, another crucial point that requires attention is the gage length of the 
dynamic extensometer used for the fatigue testing. Extensometer measures the strains within 
its gage length i.e. the region between its pins and fatigue testing system impose constant 
strains only along this region. As a result, the remaining parts of the 150 cm gage length 
towards the grip sections can show very distinct strain behavior from the middle part of the 
specimen. It should also be pointed out that the FBG sensors located at the center of the gage 
length experience decrease in the strain even though they are located within the extensometer 
gage length for which the global strain is set to be constant. Thus, local and global strain values 
can differ significantly from each other and FBG sensor experiences the local strain that is 
reduced or enhanced by the formation of defects.  
One can deduce from the temperature trends that during the initial stages, shows rapid 
increase and reaches a steady state condition where rate of increase settles or there is 
reduction in the temperature. This trend can be followed by a temperature rise closer to the 
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failure of the specimen. Such distinct regions signify the three phases of the composite 
undergoing fatigue loading. First rise in the temperature corresponds to the first phase where 
rapid crack formation and interconnection occurs. As heat transfer settles between the 
material and the environment and crack formation rate decreases, materials enters into the 
second phase where debonding and delamination is the dominant damage mechanism. 
Initiation of the higher rate of increase closer to the failure signifies the third phase where 
catastrophic failures take place. Similar temperature variations was also observed for woven 
laminates undergoing fatigue loading in the literature with parallel damage mechanisms 
associated to the related fatigue stages [50]. In this work, transition cycles and related 
durations associated to the different stages in temperature tend to follow the stages related to 
the mechanical energy variations.  
In one of our previous studies [31], FBG embedded composite specimens with the 
same constituent materials as in the case of this study were subjected to a constant strain high 
cycle fatigue loading (i.e., with the strain rations of 0.27, and 0.4). It was observed that the 
maximum strains of the FBG sensors did not experience severe decline compared to the results 
of the present work, suggesting that under smaller strain ratios, the deformation is more 




Composite specimens containing three subsequent FBG sensors embedded along their 
gagelength are exposed to constant, high strain fatigue loads. Considerable discrepancy occurs 
between the individual sensors and external sensors i.e. LVDT and extensometer as the loading 
continues demonstrating the significant difference between the local and global behavior of the 
material. It is found that fibers that are exposed to same global strain condition did not 
necessarily give rise to the same strains at the local level. It is demonstrated that such response 
from the FBG sensors can be attributed to the heterogeneous structure of the material causing 
nonlinear strain distribution and relaxation of the strain in the sensor vicinity due to the 
formation of various damage mechanisms such as matrix cracking and fiber-matrix debonding. 
This causes sensor strains to follow a certain trend with different stages similar to the stages in 
stiffness or mechanical energy degradation. Sensor gagelength is a crucial factor to consider as 
constant strains imposed using an extensometer does not necessarily induce similar strains over 
other strain sensors. Moreover, temperature variations in response to fatigue loading also show 
distinct stages and they are contributed by the mechanical energy input and the friction 
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between the surfaces of the newly formed deformations and cracks. Upon application of the 
second fatigue loading as in the case of specimen L3 and L4, temperature rises to the same 
temperature quantities in a much shorter time compared to the first fatigue loading revealing 





 The Performance of Embedded Fiber Bragg Grating Sensors for Monitoring Failure 




In this work, failure modes of foam core sandwich sandwich composites are 
investigated by evaluating three different failure modes using embedded Fiber Bragg Grating 
(FBG) sensors. Sandwich specimens with FBG sensors embedded inside their composite 
facing were manufactured using vacuum infusion and later, subjected to static and cyclic 
loading conditions under 3-point bending mode. Formation of different failure types are 
tracked utilizing the wavelength shift and spectrum information acquired from the sensors in 
order to understand the sensor behavior. Exploiting how sensors respond to a particular 
damage mode, failure detection strategy is developed for damage characterization to achieve 
reliable structural health monitoring of sandwich structures.   
The understanding of the strain evolution induced by flexural loading and the response 
of sensor to different damage states in sandwich composites is crucial in terms of applicability 
of these sensors into real structures. To this end, this work aims to improve the current 
understanding on the behavior of embedded FBG sensor in foam cored sandwich composites 
through investigating the performance of FBG sensors for detecting different failure modes 
and in turn establishing damage detection strategies which are very important for the safe 
usage of these materials in a variety of service conditions.  
 
4.2. Experimental Procedure 
 
In order to assess the applicability of FBG sensors for monitoring different failure 
modes such as facing indentation, compressive facing failure, and core shear failure, sandwich 
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composites with different facing and core materials are manufactured and processed into test 
specimens with and without FBG sensors using circular saw blade. Before testing the FBG 
embedded specimens, three to four samples without FBG sensors are cut from each sandwich 
plates and then tested mechanically under three-point bending with crosshead speed of 
3mm/min in order to determine the required experimental conditions for the FBG integrated 
samples. For all bending tests, the span length of specimen is chosen to be 200 mm. Ten FBG 
embedded specimens are tested, the experimental results are analyzed, and three of the test 
results with FBG sensor are rejected due to experimental procedure error related to either 
manufacturing or mechanical testing. For each sandwich type, FBG sensors are embedded 
between the first and second fabric layers just above the core. It should be stated that in the 
course of this work, we have used both 1 mm and 10 mm long FBG sensors.  1mm long FBG 
sensors are used for the accurate acquisition of strain and its evolution during the test while 10 
mm long FBG sensors are utilized to monitor damage formation (indicating itself as 
nonlinear/complex strains) through tracking the response of the reflected spectrum as well as 
the wavelength shift. All FBG sensors are either embedded just below or 20 mm away from 
the loading point to investigate the detection capability of the sensors as a function of 
distance. Sandwich composites are manufactured using PVC structural core materials (Airex 
and Gurit) with the density and thickness of 80 kg/m
3
, 10mm and 200 kg/m
3
, 8mm, 
respectively. Unidirectional and 0/90 biaxial E-glass stitched fabric (METYX) is used as 
facing reinforcement. The area densities of the fabrics are 300 g/m
2
 for UD glass fiber and 
302 g/m
2
 for the 0/90 biaxial glass fiber with 161 g/m
2
 in the 0
o
 orientation, which is aligned 
along the length of the specimen and 141 g/m
2
 in the 90
o
 orientation. The sandwich structure 
is impregnated by epoxy resin system (prepared by mixing Huntsman LY564 epoxy and 
XB3403 hardener with weight ratio of 100:36) using vacuum infusion process as shown in 
Figure 1 and then cured at 70
o
C for 20 hours. To assure that the embedded FBG sensors do 
maintain their intended placement without sliding during the handling and manufacturing 
process, the FBG written optical cable is interlaced through the stitches of the reinforcement 
of first fabric layer. Table 4.1 tabulates the configuration of five different sandwich structures 
whose results are presented and discussed in forthcoming sections referring to associated 





Figure 4.1: Experimental set-up for manufacturing sandwich plates using vacuum infusion 
process. 















SWC1 2x Biaxial 10 80 [90/0/{FBG}0/90/c]s 10 
SWC2 4x UD 10 80 [03/{FBG}0/c]s 10 
SWC3 6x UD 10 80 [05/{FBG}0/c]s 10 
SWC4 4x UD 10 80 [03/{FBG}0/c]s 1 
SWC5 4x UD 8 200 [03/{FBG}0/c]s 1 
SWC6 4x UD 8 200 [03/{FBG}0/c]s 10 
SWC7 4x UD 8 200 [03/{FBG}0/c]s 10 
 
In the course of performing static three-point bending tests on samples without FBG to 
determine baseline mechanical properties, it is observed that the core of the specimen crushes 
prematurely and in turn fails at the point where the load is applied from upper support due to 
the load concentration. To circumvent this problem, a glass fiber tab is placed under the upper 
support to diminish the concentrated load in accordance with the ASTM standard [51].  
The first four specimens with FBG sensors in Table 1 are dedicated to study the effect 
of facing material on the local indentation failure. For specimens named SWC1, SWC2 and 
SWC4, FBG sensors are positioned such that they are just below the loading support of the 3-
point bending apparatus within the compressive facing. A 10 mm long FBG sensor is 
embedded in SWC1 and SWC 2 to detect the structural changes occurring below the loading 
point through particularly monitoring the reflected spectrum. As for SWC4 specimen, two 1 





facing while the second FBG sensor is positioned in the lower facing, to evaluate the strain 
and damage evolution both in tensile and compressive side of the sandwich specimen. SWC3 
contains 10 mm long FBG sensors positioned 20mm away from the loading point within the 
compressive facing in order to screen the deformation, scrutinize behavior of spectrum change 
upon loading and assess how the distance of the sensor to the failure location effects its 
response qualitatively. For the remaining specimens SWC5, SWC6 and SWC7, FBG sensors 
are embedded into the compressive facing such that they are positioned 20mm away from the 
loading support. SWC5 specimen is integrated with 1 mm long FBG sensor to study the 
compressive failure of the facing through monitoring the evolution of the strain. SWC6 and 
SWC7 specimen is used to investigate the core shear failure damage mode by capturing 
delamination and related strain releases based on both the reflected spectrum and wavelength 
information acquired from the sensor. In order to find strain sensitivity of the FBG sensors, 
strain gages are patched onto the compressive facing surface at a distance of 20 mm from the 
loading point. Assuming linear strain distribution along the thickness and the span length, the 
strain at the FBG sensor location is determined by linear interpolation of the strain measured 
by the strain gage. Subsequently, the wavelength shift is plotted as function of interpolated 
corresponding strain whereby the gage factor for the FBG sensors is found. This procedure is 
applied for several specimens and average sensitivity of 1.25 pm/µε is found. FBG sensors are 
interrogated with a Micron Optics SM230 interrogator at a rate of 100Hz.   
Using the baseline properties (i.e., yield point, and corresponding standard travel) of 
specimens without FBG sensors, sandwich beams with FBG sensors are tested under both 
static and cyclic loading in three-point bending mode in order to investigate the sensor 
response and damage formation. Initially, the bending load is applied onto the specimens until 
reaching the standard travel of 2 mm with the crosshead speed of 5mm/min. This standard 
travel position is chosen such that it is well below the yield point of the sandwich specimen so 
that no permanent damage is inflicted thereon. Having had a standard travel of 2mm, the 
crosshead is returned to its initial position and then, the specimen is subjected to cyclic 
flexural loads with crosshead speed of 10mm/min. For the cyclic tests on all specimens, 1mm 
standard travel is utilized as the minimum displacement and maximum standard travel is 
varied for each specimen to impose different degrees of damage on the specimens. After the 
completion of cyclic loading, the specimen is unloaded, and then is subjected to first static 
flexural load corresponding to 2mm standard travel whereby it becomes possible to compare 
the response of the FBG sensor under the same loading condition for intact and damaged 
states where the damage is induced as a result of the cyclic loading. Wavelength and spectral 
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response of the FBG are recorded and results are discussed succinctly in the following 
section. The accumulation of damage in consequence of the cyclic loading is quantified 
through using a damage parameter, D , defined in Eq.3 [45, 52]. The modulus for each cycle 
is evaluated using the facing stress calculated by using Eq. 2 [36] and the strain measured 
utilizing the FBG sensor.  
  2x c f fx Px / b( h h )h     0 2x L /  ,          (2) 
where x  is the stress, P is the applied load, b is the width, and ch and fh are thickness of the 
core and facing, respectively. Here, x  represents the distance from the end support of the 3-
point bending apparatus and is equal to 2L /  just below the loading point. Depending on if 
the facing side is exposed to compressive or tension loads, the stress can be negative and 
positive, respectively.   
oii EED /1 ,             (3) 
where iD  is the damage parameter for the i th cycle, iE  is the flexural modulus at i th  cycle 
and  oE is the initial flexural modulus.   
 
Figure 4.2: Test setup for the sandwich specimens 
4.3. Results and Discussion 
 
In this section, we have discussed experimental results of seven FBG embedded 
specimens in terms of strain measured by FBG sensors, spectrum response, and damage 
parameter to be able to illustrate the efficacy of embedded FBG sensors for monitor different 
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failure modes. For the first 4 specimens given in Table 4.1, it is noted that due to the low 
density of the core, the sandwich specimens are crushed locally just below the loading point. 
The indentation of the core results in a loss of structural integrity at earlier stages of the 
cycling loading without fully exploiting the facing performance, hence leading to the same 
failure mode for all three specimens. For specimens SWC5, SWC6 and SWC7, core material 
with higher density is employed, which provides enhanced resistance to compressive loads 
through the thickness and hence, is less prone to associated premature core crushing. 
Compressive failure of the facing and core shear failure are the damage modes studied using 
specimens SWC5, SWC6 and SWC7.  
Static and cyclic test results of SWC1 are given in Figures 4.3- 4.6. For the cyclic 
loading of SWC1, the maximum load corresponds to the standard travel of roughly 5.2 mm as 
seen in Figure 4.3. Upon approaching the standard travel of 5.2 mm, permanent deformation 
starts forming since this point is above the yield point of the sandwich beam. At this level, as 
can be seen at the first cycle in Figure 4.4, the compressive strain recorded by the FBG sensor 
falls notably due to the core crushing causing the FBG sensor to read less compressive strain. 
On the removal of the load, significant amount of residual strain (i.e., 344 ) is measured by 
the optical sensor.   
 
Figure 4.3: Static test results of SWC1 specimens without FBG. 
 
Figure 4.4: Strain responses of strain gages and FBG sensor under the cyclic loading. 














































Figure 4.5: Damage parameter evolution for SWC1 during cyclic loading 
In order to quantify the damage accumulation, damage parameter is calculated and 
then plotted with respect to cycle number as shown in Figure 4.5. Since the sandwich 
specimen experiences permanent deformation during the first loading cycle, the damage 
parameter significantly increases indicating the severity of deformation during the initial 
cycle. The rate of damage accumulation decreases since the material experiences lower degree 
of plastic deformation as the cyclic loading continues and it reaches steady state after the fifth 
cycle number. Figure 4.6 yields the spectrum response of the FBG sensor before, during and 
after the cycling loading from which one may note that the spectrum splits into multiple 
peaks, pointing to the occurrence of complex/non uniform strain states due to the damage 
formed in the vicinity where the FBG sensor is embedded (in this case, the upper face sheet of 
the sandwich specimen). Figure 4.6c further shows that the damage on the specimen is 
permanent since after the removal of the cyclic load on the specimen, the spectrum splitting is 
retained. The peak splitting is owing to damage induced compressive strain in the transverse 
direction, which causes elliptic fiber cross section whereby the optical fiber carries multiple 
wavelength modes related to the polarization of the light. In this particular case, the 
permanent deformation is associated with the local facing indentation leading to permanent 
bending of the facing and hence the fiber optic sensor as shown in Figure 4.7.  
 




























Figure 4.6: The spectrum response of FBG, a) before cyclic loading, b) during cyclic loading 
(around 120 s after the start of the loading), and c) after the cyclic loading. 
 
 
Figure 4.7: Permanent indentation of the upper facing after the tests. FBG is located beneath 
the srain gage. 
Further tests are carried out to supplement the results of SWC1 testing. To this end, 
specimen SWC2 is exposed to same testing procedure and results are provided in Figures 4.8- 
4.10. FBG sensor is located just below the loading support. This time maximum standard 
travel of 5mm was applied for the cyclic loading.  
 
Figure 4.8: Static test results of SWC2 specimens without FBG. 


























































Figure 4.9: Strain responses of the cyclic loading, measured by a strain gage and FBG sensor. 
 
Figure 4.10: Damage parameter evolution for SWC2 during cyclic loading 
As 5mm standard travel is around the yield point of the material, damage 
accumulation tends to increase as the cyclic loading continues without reaching a steady state 
condition. Since the yield point is close, cyclic loads can induce plastic deformations over 
longer cycle range and accumulates the associated damage without leveling of even after 40 
cycles. Lower damage quantities are achieved compared to the specimen SWC1, as maximum 
displacement was lower and facing material of the specimen is more durable. Moreover, as 
the sensor region is more intact and has not experienced imminent strain relaxation similar to 
the SWC1, no significant reflected spectrum distortion was detected during the cyclic loading. 
After the completion of the cyclic loading, specimen is subjected to static loads until major 
reduction in strength is observed inducing significant further facing indentation. Strain 
variations of both FBG and the strain gage are provided in Figure 4.11. After around 65s, 
strain gage starts to sense tensile strains as the deformation gets more severe. However, FBG 
sensor continues to sense compressive strains demonstrating the disperancy between the 
internal and surface strains.  Failure mode and significant residual strain (178 µε) was 
detected by the FBG sensor after the removal of the load. Associated reflected spectrum 
variation is provided in Figure 4.6. As non-uniform strain fields form during the loading 












































process, spectrum can be significantly distorted (Figure 4.6b). As the static loading induces 
much severe deformation onto the specimen, after the removal of the load, peak splitting is 
observed as in the case of SWC1 (Figure 4.6c).   
 
Figure 4.11: Strain evolution for static loading until failure. 
 
Figure 4.12: The spectrum response of FBG, a) before loading, b) during static loading 
(around 200 s after the start of the loading), and c) after the loading. 
For specimen SWC3, results of static and cyclic three-point flexural tests are given in 
Figures 4.13- 4.15. Cyclic loading is applied such that the maximum standard travel reaches 
3.5mm. As the cyclic loading continues, the deformation within the specimen accumulates 
and in turn, maximum and minimum strains measured in each cycle decreases as observed in 
Figure 4.14. As the strain gage is located in the surface, it experiences higher bending that the 
FBG sensors which is located beneath the sensor within the facing. This causes strain gage to 
measure higher compressive strains than the FBG.  





























































Figure 4.13: Static test results of SWC3 specimens without FBG. 
 
Figure 4.14: Strain responses of the cyclic loading, measured by a strain gage and FBG 
sensor. 
 
Figure 4.15: Damage parameter evolution for SWC2 during cyclic loading 
Here, it should be noted that the damage parameter for SWC3 is smaller than that for 
SWC1 and SWC2 since the maximum standard travel imposed on SWC3 is much below the 
yield point of the sandwich specimen and the FBG sensor is located 20 mm away from the 
loading point. As clearly seen in Figure 4.15, the damage parameter exhibits initial sharp 
increase as in the case of SWC1, followed by gradual rise as the cyclic loading continues. 
Nearly after 27 cycles, the damage accumulation levels off at a value of 1.8, indicating that 
the applied load can longer induce further plastic deformation on the specimen. The damage 
type for SWC3 is closely related to the facing indentation and core crushing formed due to the 



































































continual application of cyclic loads. As in the case of SWC2, having completed the 
application of the cyclic loading, the specimen SWC3 is loaded until the failure corresponding 
to the standard travel of 15 mm such that the core is totally crushed. The failure mode 
observed in the specimen is enhanced core crushing and subsequent facing indentation 
immediately below the loading point. As can be seen in Figure 4.16, the FBG sensor starts to 
measure tensile strains rather than compressive strains after 150 seconds, which can be 
attributed to the fact that the sensor region experiences higher degree of bending deformation 
causing the sensor region to be stretched thereby leading to tensile strain fields therein. Figure 
4.17 indicates the evolution of the FBG spectrum in the course of the static loading (after the 
completion of the cyclic test). The non-uniform strain states created during the static loading 
cause the reflected spectrum to broaden and split. However, after the failure and the 
subsequent removal of the load, the spectrum shows single peak since the uneven/transverse 
compressive strain fields diminish. Although the spectrum recovers its original shape with 
single peak, there is noticeable broadening of the spectrum (Figure 4.17f) compared to the 
initial state (Figure 4.17a), signifying the presence of non-uniform strains in the vicinity of the 
FBG sensor. Accordingly, considerable amount of irreversible deformation associated with 
the facing indentation results in a residual strain of 2400 µε recorded by the FBG sensor after 
the failure. Here, it is noted that the strain gage measures compressive strains throughout the 
test which is like a mirror image of FBG recorded strain after roughly 75 seconds. This 
difference points out that the interior of the material can experience rather distinct strain states 
than its surface. Depending on the heterogeneity of the composite structure, tensile strain 
fields can be formed within the interior of the facing after considerable bending of the 
specimen causing FBG to sense positive strains.  
 
Figure 4.16: Strain evolution for static loading until failure. 

























Figure 4.17: FBG spectrum response evolution for static loading until failure, a) before 
loading, b) around 240s, c) 378s, d) 516s, e) 654s, and f) 792s after the application of the 
loading. 
Figure 4.18 shows load versus standard travel curve for the static flexural tests of 
SWC4 specimens without embedded FBG sensors while Figure 4.19 illustrates the strain 
acquired by the FBG sensor under the cyclic loading with the maximum standard travel of 
4mm, which is way below the yield point of the specimen as seen in Figure 4.18.  
 
Figure 4.18: Static test results of SWC4 specimens without FBG 




































































Figure 4.19: Strain responses of FBG sensors of SWC4 during the cyclic loading 
Interestingly, the FBG sensor located in the compressive side of the sandwich 
specimen experiences two minimum strain values in each cycle, which might be attributed to 
the uneven strain fields generated in the proximity of the sensor as the loading applied from 
the upper support of the testing apparatus onto the glass tab placed underneath. Stress transfer 
through such geometry can result in dynamically varying strain gradients forming two distinct 
extremum points along the loading path of each cycle. Consequently, the damage parameter 
calculated based on this FBG sensor in the compressive facing shows abrupt changes after the 
first cycle leading to unreliable results. Moreover, as observed in the previous specimens, 
maximum and minimum strains of each cycle tend to decrease in the course of the 
experiment. Furthermore, recall that in SWC1, SWC2 and SWC3, the FBG sensors with the 
length of 10 mm and 1 mm, respectively are placed just underneath the upper loading support. 
Unlike SWC1 and SWC2, the reflected spectrum of the FBG sensor for SCW4 does not 
experience peak splitting under the cyclic loading, which is due to the shorter length of FBG 
sensor [28-29]. 
On the other hand, the damage parameter accumulation for the FBG in the tensile 
facing shows a similar trend observed in the previous test specimens as seen in Figure 4.20. 
The damage accumulation grows with declining rate as the cycling loading continues. Unlike 
SWC3 and similar to SWC2, the damage accumulation for SWC4 does not approach to a 
steady state even after 100 cycles, which can be associated with the application of cyclic loads 
with maximum standard travel close to the yield point. Furthermore, since the facing is made 
of fewer number of UD glass fiber layers compared to SWC3, higher vulnerability to damage 
can be expected causing persistent damage accumulation even after the 100 cycle. This FBG 
sensor also does not experience any significant change in the spectrum. 























Figure 4.20: Damage parameter evolution for the below FBG embedded in SWC4 during 
cyclic loading. 
In Figure 4.21 and 4.25, static test results of SWC5, SWC6 and SWC7 specimens 
without FBG sensors are provided.  Being different from the initial 4 specimens, SWC5, 
SWC6 and SWC7 are manufactured using a core material with a higher density (i.e. 200 g/m
3
) 
which can sustain through the thickness compressive loads thereby leading to improved 
resistance to core crushing. Accordingly, these sandwich specimens can withstand much 
higher standard deflections/deformations than the initial four sandwich samples without any 
considerable yielding. Higher resistance of the core enables the exploitation of the facing 
performance fully, hence making compressive facing rupture the dominant failure mode for 
the material system in question. The maximum standard travel applied onto the specimens 
during cyclic loading is 5 mm which is very low compared to the failure point of the material 
system. Figures 4.22, 4.27 and 4.28 give the variation of strain as a function of cycle number 
from which one may see that the minimum and maximum values of the strain for each cycle 
remain roughly the same in the course of loading, implying that the damage inflicted on the 
specimens is relatively small. Even though this maximum standard travel is larger than or 
same as those for previous test specimens, it does not damage the integrity of the samples 
significantly as shown in Figures 4.23 and 4.27 since the ratio of applied standard travel to the 
yield point is rather low in comparison to previous tests. It should be stated that the FBG 
spectrums for all of the specimens with high density core materials show insignificant shape 
variations their associated cyclic loading process.  


























Figure 4.21: Static test results for SWC5 specimens without FBG. 
 
Figure 4.22: The variation of strain acquired by the strain gage and the FBG sensor during the 
cyclic loading for SWC5. 
 
Figure 4.23: The evolution of the damage parameter evolution for SWC5. 
All of the remaining specimens are exposed to static loading until failure. Figure 4.24 
illustrates the variation of strain with time, acquired by the FBG sensor and strain gage for 
SWC5. The failure mode for the SWC5 specimen is the compressive failure of the facing as 
shown in Figure 4.25. It is demonstrated that sudden rupture of the facing due to compression 
results in a sharp drop in the wavelength (correspondingly strain) as it is illustrated in Figure 
4.24. Strain measure from the FBG sensor experiences around 7000 µε strain drop reaching 
approximately to -1000 µε after the failure. No significant residual strain is measured by the 
































































FBG sensor after the failure and spectrum response of the FBG sensor does not show any 
prominent shape distortion.   
 
Figure 4.24: Strain evolution of strain gage and FBG sensor for SWC5. 
 
 
Figure 4.25: Specimen after compressive facing failure, FBG sensor is around 2 cm away 
from the failure point beneath the strain gage. 
The SWC6 and SWC7 specimens are investigated for monitoring the response of the 
FBG sensor under the core shear failure damage mode. During the preliminary experiments 
with specimens without embedded FBG sensor, it is observed that lowering the span length in 
three-point flexural test does not trigger the core shear failure mode but rather results in 
indentation of the facing beneath the loading point. To trigger the core shear failure, a defect 
along the width of the specimen is artificially introduced in the core just above the bottom 
facing as shown in Figure 4.32 and 4.34. Corresponding static test results are provided in 
Figure 4.26 for bare specimens. Figure 4.27 and 4.28 illustrates the strain variations of the 
associated specimens for the cyclic loads. Finally, damage parameter evolutions are provided 
in Figure 4.29 which demonstrates minor variations for both of the specimens.    

























Figure 4.26: Static test results for SWC6 & SWC7 specimens without FBG. 
 
Figure 4.27: The variation of strain acquired by the strain gage and the FBG sensor during 
the cyclic loading for SWC6. 
 
Figure 4.28: The variation of strain acquired by the strain gage and the FBG sensor during the 
cyclic loading for SWC7. 


































































Figure 4.29: The evolution of the damage parameter evolution for SWC6 (a) and SWC7 (b). 
After the cyclic loads, specimens SWC6 and SWC7 are exposed static loading until 
structural failure is achieved. For SWC6, artificial cutting is introduced 45 mm away from the 
loading support to cause the desired failure mode as illustrated in Figure 4.32. During the 
loading of SWC6, at strain level corresponding to -5000 µε, the core shear failure occurs and 
the rapid propagation of the crack within the core causes imminent drop in the strain. As 
failure induces delamination between the compressive facing and the core, strain transfer 
between the two weakens resulting in a strain reduction. After the formation of core shear 
failure, structure continues to carry loads for 15s as it is partially intact. After this duration, 
severe bending of the facing along the delaminated region occurred resulting in substantial 
delamination between the facing and core over longer ranges within the gagelength. 
Moreover, after the removal of the load, spectrum splitting was spotted as can be seen in 
Figure 4.31. Such a response from the sensor can be attributed to the formation of uneven 
strain fields caused by the delamination beneath the facing. When the delamination terminates 
within the sensor gage length, strain fields become different between the intact and 
delaminated regions below the sensing region of the sensor leading to the observed peak 
splitting phenomena as demonstrated in the literature [20]. Furthermore, negligible amount of 
residual strain is measured from the FBG sensor after the failure.  























































Figure 4.30: Strain evolution of strain gage and FBG sensor for SWC6 
 
Figure 4.31: FBG spectrum response evolution for static loading until failure for SWC6, a) 
before the loading, b) during loading (around 127s after the start of the loading), c) after the 
loading. 
 
Figure 4.32: Specimen SWC6 after core shear failure, delamination stops along the gage 
length of the sensor located beneath the strain gage. 
Strain variation of FBG and strain gage for SWC7 is given in Figure 4.33. For this 
specimen, artificial cutting is applied 20 mm away from the loading support as can be seen in 
Figure 4.34. Around 125 s, core-shear failure occurs. This time, severe bending of the core 
around the delaminated region occurs right after the core-shear failure unlike SWC6. Such an 
effect causes sudden reduction in strain around 2000 µε and strain measured from the sensor 
reaches -3300 µε before the removal of the load. Again, such a strain variation is attributed to 
the delamination associated with the failure formation. As artificial crack is induced closer to 




























































the support location, delamination misses the sensor location and FBG in SWC7 does not 
experience two separate regions with different associated strain fields along its gagelength. As 
a result, peak splitting is not observed in the reflected spectrum of the specimen after the 
failure and removal of the load.   
 
Figure 4.33: Strain evolution of strain gage and FBG sensor for SWC7 
 
Figure 4.34: Specimen SWC 7 after core shear failure, delamination misses the gage length 
of the sensor located beneath the strain gage.  
The comparison of strains measured by the FBG sensor during the loading (induced by 
previously mentioned 2mm standard travel) of intact and deformed specimens is provided in 
Table 4.2. It is noted that there is a considerable difference in the sensor responses especially 
for the first three specimens where the dominant failure mode is facing indentation. Such 
deviations from the original response might be attributed to the severity of the damage 
induced during the cycling process. FBG sensors within compressive facing of SWC1 and 
SWC4 experiences higher degree of damage formation as they are beneath the loading point 
where the indentation occurs leading to a considerable difference between the intact and 
deformed states. Table 4.2 also contains the residual strains in the specimens acquired by the 
FBG sensors after the cyclic loading of each specimen. The degree of damage formation can 
be related to the amount of residual strain in the specimen. Sensors experiencing indentation 
in their vicinity show noticeable amount of residual strains especially in the case of SWC1 for 
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which the damage accumulation is severe. For SWC5, SWC6 and SWC7, residual strains are 
not noteworthy as damage level is insignificant after the cyclic loading.   
Table 4.2: Calculated strains in µε from FBG for the first and second 2mm standard travel 
application (St1, St2)  









SWC1 -1188 -714 39.9 344 
SWC2 -736 -700 4.9 -17 
SWC3 -639 -540 15.5 65 
SWC4(compressive) -625 -351 43.8 88 
SWC4(tension) 730 633 13.3 -47 
SWC5 -1044 -1150 -10.2 -20 
SWC6 -1091 -1116 -2.3 -8 
SWC7 -1339 -1378 -2.9 1 
 
The following remarks can be made on the performance of embedded FBG sensors for 
monitoring failure modes of foam cored sandwich structures under flexural loads so that FBG 
sensor based failure detection strategy can be developed.  
 The indentation failure along the FBG sensor causes permanent distortion of the 
spectrum due to the compressive transverse strain states associated with the failure 
mode. However, as the FBG located further away from the failure point, the spectrum 
splitting is not observed after the failure.  
 The cyclic loading can cause damage parameter accumulation which can grow with a 
decreasing rate. As the ratio of the maximum standard travel to the yield strength of 
the specimen increases, the damage accumulation tends to become higher and faster.   
 Upon exposure to the same deflection, sensors can show distinct responses between 
deformed and un-deformed states suggesting damage formation in the vicinity of the 
FBG sensor. The observation of significant difference in the measured strains between 
the two cases can be ascribed to the facing indentations. 
 The significant residual strain formation might be considered as the characteristic 
behavior for facing indentation failure as observed for the first four samples.  
 Peak splitting is detected for FBG sensors that have indentation or core-shear failure 
along their gage length. Delamination location and severity of the indenting 
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determines the occurrence of peak splitting for core shear failure and facing 
indentation cases, respectively.  
 Sudden strain drop is detected for the specimens experiencing compressive facing 
failure and core shear failure associated with the imminent deformation and rapid 
crack propagation. Quantity of the reduction is much higher for the compressive 
facing failure case.  
 Among the specimens that undergo facing indentation, considerable rapid strain 
reduction was observed only for SWC1 at the first cycle of its cyclic loading. This 
effect can be attributed to the weaker structure of the facing compared to the other 
specimens as the structure is more prone to load concentrations causing low density 
core to crush prematurely. Nevertheless, compared to the other failure modes, strain 
reduction and its rate is much limited.  
Accordingly, exploiting the sensor behavior in a variety of conditions, possible failure 
detection strategies can be achieved. If the sensor measures significant amount of residual 
strains compared to the initial unloaded state, it is highly probable that facing indentation 
occurs in the sensor location. The amount of residual strain can give qualitative information 
regarding the distance of the damage to the optical sensor. When reflected spectrum of the 
sensor splits into two peaks in the unloaded state, there is either core shear failure or facing 
indentation which can be decided based on the quantity of residual strain as core shear does 
not cause residual strains formation as much as indentation does. Additionally, higher 
distortions in the spectrum can be attributed to the indentation as such behavior is less likely 
to be seen after the core shear failure (delamination causes two distinct peaks). Moreover, if 
signal loss is detected, this may be the indication of either rupture or significant bending in the 
vicinity of the sensor alerting for the loss of structural integrity and may necessitate inspection 
in the related part. Checking for the strain relaxation behavior of the FBG sensors can also 
give valuable information regarding the nature of the failure as the compressive failure should 
cause higher imminent decrease in the strain compared to the core-shear failure and facing 
indentation cases during which strain decreases imminently in a lesser amount since the 
structure is partially intact after the failure. Strain drops for facing indentation and related core 
crushing cases is generally not expected and if it occurs its quantity and rate will be 







In this study, structural monitoring and damage characterization of foam core 
sandwich composites are performed via FBG sensors embedded within sandwich facings. As 
the specimens subjected to static and cyclic loading conditions, changes in the spectrum and 
wavelength data is used to evaluate the damage and deformation in the material. Three 
different failure modes i.e. facing indentation, compressive facing and core shear failure were 
investigated and their effect on FBG sensors is analyzed. With the utilization of different 
sensor lengths and sensor information i.e. wavelength shift and reflected spectrum, damage 
detection and characterization can be achieved in sandwich composites. Overall, this work 
aims to enhance the understanding of how embedded FBG sensors behave under different 
damage modes and develop possible damage detection strategies to implement reliable 





Fiber reinforced composites and their utilization in fabrication of sandwich structures 
offer many advantages to design components with outstanding properties for a variety of 
sectors offering considerable weight reductions, design flexibilities and fuel savings 
depending on the application. However, such benefits come at a price as these materials 
contain highly heterogeneous structure making prediction of their response to different 
loading and environmental conditions rather intricate. In order for better understanding of the 
material behavior and their internal damage state, structural health monitoring concept is 
proposed which is highly desirable for the evaluation of structural integrity of such 
components. Successful implementation of a structural health monitoring system enables real 
time examination of structures allowing significant cost reductions for their maintenance and 
more effective designs to lower safety factors and prevent overbuilt of the components by 
providing greater insight for the material behavior. In this context, Fiber Bragg Grating 
sensors have considerable potential for condition monitoring of the components to detect 
damage and monitor strains. One of the most crucial features of these sensors is their 
embedment capability within composite structures allowing evaluation of internal strain state 
of the material. In this research, this property of the sensors is utilized to assess the strain 
evolutions within the fiber reinforced and sandwich composites under different loading 
conditions. Moreover, this work also focuses on the examination of the sensor responses to 
different damage states and loads to evaluate feasibility of their performance.  
Within this scope, for the first part of the thesis, signal acquisition of the FBG sensor 
embedded in a fiber reinforced composite that undergoes fatigue loading is studied. As fatigue 
loading continues, intermittent signal loss can occur threatening the reliability of the sensors 
for continual condition monitoring. Important factors that can affect the occurrence of the 
signal loss are proposed and discussed. Non-uniform strain fields formed in the course of the 
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fatigue loading along the vicinity of a FBG sensor can cause sensor to experience peak 
splitting in its reflected spectrum. In order to circumvent this problem, several practical issues 
regarding the sensor integration into the structures are needed to be considered to obtain 
signals continuously. These factors are sensor orientation with respect to the reinforcing 
fibers, tow width, sensor length and crack density. It is demonstrated that FBG sensors with 1 
mm gagelength oriented parallel to the reinforcing fibers at the middle section of the laminate 
does not experience intermittent signal losses unlike the 10 mm FBG sensors that are located 
perpendicular to the reinforcing fibers. As the tows introduce non-uniform strain fields 
together with the resin rich regions, long FBG sensors in contact with such regions are more 
prone to peak splitting. Moreover, cracks occurred along the sensor can also form uneven 
strain fields in the vicinity of the sensor adding further risk to experience signal losses and as 
long FBG sensors have greater potential to interact with more cracks, they are more 
vulnerable to the peak splitting.    
In the second part, fiber reinforced composites containing three embedded FBG 
sensors are exposed to constant, high strain fatigue loadings. Fatigue loads and desired 
maximum strains are imposed using both LVDT and extensometers. Sensor responses reveal 
that maximum strain measured in each cycle from the sensors can significantly differ from 
each other and they can decrease as fatigue loading continues. Strain reduction measured from 
the sensors tends to capture the fatigue phases of the composite in that particular local region. 
In general, there is a rapid reduction in the maximum strain followed by more gradual 
decrease and finally abrupt change of the maximum strain is observed corresponding to the 
third phase of the composite fatigue. Temperature distributions are also investigated revealing 
that they can also capture fatigue phases of the composite together with the strain energy and 
corresponding phase durations generally coincide with each other. Decline in maximum strain 
can be attributed to the decrease in the effective strain transfer between the reinforcing fibers 
and the FBG sensor due to the deformations and different damage modes formed in the 
vicinity of the FBG sensors. Important practical issues are discussed for implementation of 
constant strain fatigue tests such as sensor gagelengths.  
For the final part, failure modes of foam cored sandwich structures i.e. facing 
indentation, compressive facing and core shear failure are monitored using embedded FBG 
sensors. Utilizing the sensor response of both wavelength change and shape of the reflected 
spectrum, possible damage detection strategy is proposed. Damage modes are characterized 
based on the detection of residual strains, peak distortions and sudden strain variations 
obtained from the embedded sensors. FBG sensors within sandwich beams experiencing 
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facing indentation detected residual strain formation and showed peak distortions depending 
on the sensor location. FBG sensors showed sudden strain decrease in the case of compressive 
and core shear failure of the sandwich beams with higher decrease in the former case.    
This research offers several insights regarding the strain measurement of FBG sensors. 
Strain transfer from the host material to FBG sensor can significantly change over the course 
of loading. Moreover, induced strain transfer for the FBG sensors may result in strains that 
can be different in magnitude than the strain of the host material. Even though there are 
substantial amount of work, sensor calibration is still an issue that needs to be addressed in 
order for broader and more reliable application of this technology to perform SHM of 
composite structures. Nevertheless, FBG sensors are capable of providing valuable 
information regarding the internal state of the material and compared to the other sensor 
technologies that allows internal embedment capability, FBG sensors offers one of the most 
promising technology for such a task. Understanding the internal state of the material is 
highly valuable as internal material state can be significantly different from the global 
behavior of the material depending on various factors. As it is repeatedly observed in this 
thesis, there can be considerable disperancy between the local and global material responses 
which is very crucial phenomenon to consider in design especially for structures containing 
high inherent heterogeneities. Moreover, different information such as change in the reflected 
wavelength and spectrum of the light can be utilized to assess the damage within the 
composite structure. Performance of the FBG sensors is evaluated and their potential 
capability for monitoring internal state of the material is demonstrated. As a future work, 
different reinforcement fibers can be used to understand the effect of different materials on 
the response of the FBG sensors both in terms of spectrum shape and wavelength of the 
reflected light. Different loading scenarios can also be investigated for the fatigue 
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